TN TN & Associates, Inc,

LOG OF BORING PA-1

(Page 1 of 2)

&A Eﬂgiﬂeeﬁng Qnd SCienCe Logged by:

Geoffrey Brink Date Started: 8/24/05
Approved by: Date Completed:
Drilling Company:  ABC Drilling Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method:  5' Continuous Core Depth to G.W.: /A
TN&A Project No, 2001206 Sampling Interval:  Continuous Boring Depth: 35 ft
o 1518 Well PA-1
. | £ 153l 3?2
a = 12 8ls5| E 9 Description .
F - = 10|83 E&] 2 P Well Construction:
= kY L el |2 2
£ [=% [=3 | s ~ o 'S_ wn
g g ElElz|3 $I8] & |5
Qa %) »w |w|alml D 2] 0|3
0 0.0 SAND 20% silt, 80% sand, fine to medium grain, moderate to dark yellowish N
brown (10YR 4/2), soft, dry, no odor.
1 — - 4" WELL
2 — sP % %
E YR
3 D
4 — —— 0.0 - - - < Q
SILTY SAND 40% silt, 60% sand, fine grain, moderate yeflowish brown {10YR
514), medium stiff, dry, no odor. % >,
5 — ;
"1 sm <4 PORTLAND
| CEMENT/S%
6 — BENTONITE
% N erout
7 | 0.0 SILTY SAND 30% silt, 70% sand, fine to medium grain, dark yellowish brown \ EE};EE#&E
(10YR 4/2), soft, dry, ne ador. > > PVC
81 K
9 — §
SM
MISSING {10015
10— X
i1
12 —i 0.0 BENTONITE
: CLAYEY SAND 25% clay, 15% silt, 80% sand, fine grain, dark yellowish CHIP SEAL (5
gp | brown {10YR 4/2), stiff, damp, no odor. BAGS)
13 —
0.0 SILTY SAND 40% silt, 60% sand, fine gsain, dark yellowish brown (10YR 4/2),
14 — stiff, damp, no odor.
15 — ] 2/12 SAND
am (12 BAGS)
16 —
17 0.020-INCH
0.0 - - - - SLOTTED
SAND 15% silt, 85% sand, medium grain, moderate yellowish brown (10YR SCHEDULE
18 1 gp | 4/2). soft, damp, no odor. 40 PVC
“ SCREEN
19 0.0 7 SANDY CLAY 65% clay, 15% silt, 20% sand, fine to medium grain sand,
/ CH | dusky yeliowish clay (10YR 2/2), very stiff, damp, faint odor.
20 “

LOG OF BORING SUPERFUND SITE.GPJ LOG A EVWNNO3.GDT 3/16/08

Total depth: 35 feet; No groundwater encountered
NOTES:




1
LI [T N & Associates, Inc. LOG OF BORING PA-1
- (Page 2 of 2}
&A Eﬂglﬂeertng ond Sclence  [Logged by Geoffrey Brink Date Started: 8/24/05
Approved by: Date Completed:
Crilling Company:  ABC Drilling Nerthing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drifling Method:  Hoflow Stem Auger Ground Elevation:
Maywood, California Sampting Method: 8’ Continuous Core Depth to GW.: A
TN&A Project No. 2001206 Sampling Interval: Continuous Boring Depth: 35#
o -
' g ﬁ gl 2| o Well PA-1
0 £ {0 Qi & =1 Description
£ = = ia1glz §i8] 2 ssaript Well Construction:
= Q 9 ie|lglol 2 i<l 2
Ex g S 12lp |81 &1 8
O ] ® s|Elel = |8 & 53]
a » o lo|dln & |50 D
20 7 SANDY CLAY B5% clay, 15% silt, 20% sand, fine to medium grain sand, -
/ dusky yellowish clay ($0YR 2/2}, very stiff, damp, faint ador.
21 — /
H
22 — % c
- %
| 0.0 -j'; . i SILTY SAND 40% silt, 60% sand, fine grain, olive gray (5Y 4/1), medium stiff,
24 i o moist, no edor,
o5 | MSSNG {10:50 <] A
| 0.0 7 SANDY CLAY 50% clay, 20% silt, 30% sand, medium to coarse grain sand,
26 - / moderale brown {(5YR 4/4), very stiff, dry, no odor.
27 - / 3'{— SET SCREEN
/ @27
CH
28 — %
29 — %
30 — — A : - ; ;
o SAND 15% silt, 85% sand, medium to coarse grain, moderate yellowish
brown (10YR 5/4), very stiff, dry, faint odor.
31—
32 —
33 —
34 —
MISSING 11:00
35 7q
36 —
37 —
38 —
39 —
40 —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EVWNND3 GCT 3/16/06

Total depth: 35 feet; No groundwater encountered
NOTES:




TN TN & Associates, Ine.

&A Engineeting and Sclence

LOG OF BORING PA-2

{Page 1 of 2)

Logged by: Maura Browning Date Started: 8/23/06
Approved by: Date Completed:  8/23/05
Driing Company: AWT Nerthing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Prifling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5' Continuous Core Depth to G.W.: N/A
TN&A Project No. 2001206 Sampling Interval: Continuous Boring Depth: 351t
g ” Well PA-2
gzl o8l ® Descript
escription
& 213 § a8l ¢ P Well Construction:
- o] & =
g 33| < |81 510
) 2|13 3 |8l &8 &
a alm| & (2] &1 2
0 0.0 SILTY SAND: 20% sili, non-plastic, 80% sand, fine grain, color 10YR 5/3, N
sandigravel is very seoft, dry, no odor. >
1 — éﬂ- 4" WELL
3 >
4K
0.0 SILTY SAND: 40% silt, non-plastic, 60% sand, fine grain, color 10YR 5/3, >
4 — sand/gravel is soft, dry, no odor, ‘<
BENTONITE
. > B} erouT
7 % SCHEDULE
Ny 40 BLANK
> Pve
8 K
. &
10 - — % %
B
11— Q <
12 — % %
— 0.0 - - - - -
SANDY SILT: 70% silt, semi-plastic, 30% sand, fine grain, color 10YR 4/3, >
13 — sand is soft, dry, no odor. N ‘<
14 — Q g
15— r
ML
16 — i
17 — i 3
= BENTONITE
18 — CHIP SEAL
19 — L+ | 0.0 - - . —— 3
CLAYEY SILT: 30% clay, B0% s#t, plastic, 10% sand, fine grain, color 10YR 2
l ML | 4/3, banded with color 10YR 4/6, moist, no odor. i
20 — =

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/08

Total depth: 35 feet; No groundwater encountered

NOTES:




TN TN & Associates, Inc.

LOG OF BORING PA-2

&8 (Page 2 of 2)
&A Eﬂglﬂeeﬂﬁg Ond SClenC(:} Logged by: Maura Browning Date Started: 8/23/05
Approved by: Date Completed:  8/23/05
Driting Company. AWT Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Dritling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5’ Continuous Core Depth to G.W.: /A
TN&A Project No. 2001206 Sampling Interval:  Conlinuous Boring Depth: 351t
g ” Wel PA-2
gigl (el 8 Description
= § 2 % E’ - P Well Construction:
S O =
= e S—r —_ = U)
s MEEAEIN:- AR
[0) el > L) [ o)
) aim| & |2 & | 2
20
2% — e 212 SAND
22 1 |12 SANDY SILT: 70% silt, plastic, 30% sand, fine grain, celor 16YR 3/3, sand is gfé‘%ﬁ%”
medium stiff to stiff, maoist to wet, no cdor. SCHEDULE
23 — ML 40 PVC
SCREEN
24 — 0.2 - - " - - -
SILTY SAND: 40% silt, non-plastic to semi-plastic, 30% sand, fine grain, color
10YR 4/3, banded with color 10YR 5/6, sand is soft to medium stiff, damp, no
25 — odor.
26 — — 0.0 - - - -
SILTY SAND: 50% ciay, 45% sill, plastic, 5% sand, fine grain, color 10YR 3/4,
mottied with color 7.5YR 4/6, sand is medium stiff, moist to wet, no ador.
27 —
28 — 0.3 - - - - -
CLAYEY SILT: 30% clay, 50% silt, very plastic, 20% sand, fine grain, color
10YR 4/4, sand is medium stiff, wet to saturated, no odor.
29 — ML
30 —
31
325 N | 25 SILTY SAND: 40% siit, non-plastic, 60% sand, fine to medium grain, color S@E;;.SCREEN
10YR 414, sand is seft, damp, no ador.
33—
20 SILT: 10% clay, 80% silt, semi-plastic, 10% sand, fine grain, color 10YR 7/2
34— ML banded with color 10YR 7/2, sand is stiff, dry to damp, no odor.
35 —
36 —
37 —j
38 4
39 -
40

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO.GDT 3/16/08

Total depth: 35 feet; No groundwater encouniered

NOTES:




TN TN & Associates, Inc. L.OG OF BORING PA-3

A (Page 10f2)
&A Eﬂglﬂeemg Ond SCIQHCQ Logged by: Geoffray Brink Date Started: 5/25/05
Approved by: Date Completed:
Drilling Company: ABC Drilling Northing:
PEMACC SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: &' Confinuous Core Depth to G.W.: 27 ft
TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 351t
=
_ Gé % o al o Weli PA-3
o E|2|BIEI £18 9 Description
= < ‘; % 513! § E’ o P Weil Construction:
= £ @ 12| Xio & 2
F = [=% c | al|lF ~igl = )
2B IHHEEIE R R
! oS w |w|laol@ & 5| & ] D
0 HAND AUGERED TO 5 TQ CLEAR UTILITIES g
1 % %4 4" WELL
2 — »Q %
- A
. N D
4 K
57 b | 0.0 SAND: 20% silt, 50% sand, medium grain, moderate yellowish brown {10YR % %
5/4), sand is soft, dry, ao odor. % %
6 —_—
3D
] D
8 — L PORTLAND
< < CEMENT/5%
> D BENTONITE
8 b | 0.0 SILTY SAND: 40% silt, 80% sand, fine grain, dark yeliowish brown, (10YR g é\ GROUT
4/2), sand is stiff, dry, no odor.
:15
1o MssNG |11 <] % SCHEDULE
N RN 40 BLANK
) PVC
11— ~<
2- 2 D
13 — ] 0.0 - - - . %
SANDY CLAY : 40% clay, 20% silt, 30% sand, fine grain, dark yellowish o
l brown, (10YR 4/2), clay/silt is stiff, damp, no odor. T e, BENTONITE
14— 0.0 B SILTY SAND: 306% sik, 705 sand, fine grain, dark yellowish brown (10YR 412), gﬂg’SSEAi s
N sand is stiff, damp, no odor. )
15 — 5
-
16 — -
i
17 h 0.0 SAND: 15% silt, 85% sand, fine to medium grain, olive gray (6Y 4/1), maist, 1 %
no odor. it
18 —
19— 0.0 V SANDY CLAY: 60% clay, 20% silt, 20% sand, fine grain, dusky yellowish 5.5
/ CH | brown (16YR 2/2), clay/silt is stiff, damp, no odor. =
20 — / ’

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNC3.GDT 3/16/06

Total depth: 35 feat; Groundwater encountered at 27 feet
NOTES:




TN TN & Associates, Inc.

LOG OF BORING PA-3

(Page 2 of 2)

&A Eﬂgmeeﬁng Gﬂd SCIenCG Logged by: Geoffrey Brink Date Started: 8/25/05
Approved by: Date Completed:
Drilling Company: ABC Drilling MNorthing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drifling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5" Continuous Core Depth to G.W.: 27 ft
TN&A Project No. 2001206 Sampling interval: Continuous Boring Depth: 35ft
o ] 5 ol o Well PA-3
a £ 1ol QiEl =12 6 Description
£ = k % R § > P Welt Construction:
~ @ o LIg|o 2 2
£ =¥ o 8| ~ | wi £ 2
§1 B |EIE|2|3 5|8 B8
o @ » |o|dlml & |26 D
20 7 SANDY CLAY: 60% clay, 20% silt, 20% sand, fine grain, dusky yellowish
brown {10YR 2/2), clay/silt is stiff, damp, no odor.
21 — .l 212 SAND (7
/ .| BAGS)
CH
22 — / 0.020-INCH
SLOTTED
23 ] / SCHEDULE
40 PVC
0.0 RS SILTY SAND: 40% silt, 60% sand, fine grain, dark yellowish brown (10YR 4/2), SCREEN
24 — sand is medium stiff, moist, no odor.
25 —
26 — 0.0 AV d - ——
L cLcH : dusky yellowish brown (10YR 2/2), clay is stiff, damp, no odar.
27 — 0.0 | X5
' 7 SANDY CLAY: 60% clay, 10% silt, 30% sand, medium to coarse grain,
MISSING $1:40 g / moderate browa (5YR 4/4), damp 1o moist, wet @ 27, moist @ 28", no odor.
28 — ' /
29 — %
30 — / CH SET SCREEN
@30
31 — %
2 %
33 — oo [ A e .
XF I GRAVELLY SILTY SAND: 35% silt, 60% sand, fine to coarse grain, 5%
gravel, moderate olive browa (5 4/4), dry, sand/gravet is siiff, no odor.
34 —
MISSING | 12:50
35 —
36 —
37 —
38 —
39 —
40 —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNQZ.GRT 3/M18/06

Total depth: 35 feet; Groundwater encountered at 27 feet

NOTES:




TN TN & Associates, Inc.

&A Engineering ond Science

LOG OF BORING PA-4

{Page 1 of 2)

LOG QOF BORING SUPERFUND §ITE.GPJ LOG A EWNNO3.GDT 3/16/06

Logged by: Geoffrey Brink Date Started: 8/25/05
Approved by: Date Completed:
Prilling Company: ABC Drilling Northing:
PEMACO SUPERFUND SiTE Driling Foreman:  Jose Sandoval Easting:
o Drifling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5' Continuous Core Depthto GW..  24.5#
TN&A Project No. 2001206 Sampling Interval:  Confinuous Boring Depth: 324
Feng
o S8 " Weil PA-4
o E 2|8l gl & Description
= - Elolgig 58l o P Well Construction:
= K o jeleis] & 2] 2
= s |2 lelelal T lel 518
g g El1EIzZl8| S |8 8218
la] » » |wlalp| & |2 4| D
0 : SANMD: 20% silt, 80% sand, medium grain, dark yellowish brown (10YR 4/2},
: sand is soft, dry, no odor. (Hand dug to check for utilities.} >, >
1 — : \< \Q-I" 4" WELL
: N §
2 | &k
3 : e
._ (X
3 | 0.0 N SAND: 30% silt, 70% sand, fine to medium grain, modesate yeliowish brown % 44 Egﬁgmr}&
(10YR 5/4), sand is soft, dry, no odor. > % BENTONITE
6 — ; § \§ GROUT
[ 00 : SAND: 20% silt, 80% sand, medium grain, pale yeffowish brown (10YR 6/2), ‘é <
: sandi is soft, dry, no odor. >
8 — : 4 SCHEDULE
K < 40 BLANK
: % SRS
9 5 5 SILTY SAND: 40% silt, 60% sand, fine grain, moderate yellowish brown (10YR g
. N g 514}, dry, sand is medium stiff, no ador.
MISSING 08:20 X .
10 — g 0.0 AN % %
11— {1 g %
12 00| [fd=
i3 V SANDY CLAY: 65% clay, 40% silt, 0% sand, fine grain, dark yellowish brown :
/ (10YR 4/2}, damp, sand is medium siiff, no odor. %
14 — :
/ i+ BENTONITE
CH 1 B CHIP SEAL (5
15 0.0 / | B BaGS)
16 - % .
| 00 BT SILTY SAND: 36% silt, 70% sand, fine grain, olive gray (5Y 4/1), moist, no i %
17 - odor. ;
18 -
19 L SAND: 15% .silt‘ 85% sand, medium grain, pale yellowish brown (10YR 6/2), T (2éﬂ52 BS:(;.IS‘[’))
muoist, sand is soft, no odor.
20 —

Total depth: 32 feet; Groundwater encountered at 24.5 feet

NOTES:




TN TN & Associates, Inc,

LOG OF BORING PA-4

- (Page 2 of 2)
&A Englneenng ond Sclence  [Togged by Geoffrey Brink Date Started: 8/25/05
Approved by: Date Completed:
Drilling Company:  ABC brilling Northing:
PEMACO SUPERFUND SITE Drifling Foreman:  Jose Sandoval Easting:
o Drilling Method: Hollow Sftem Auger Ground Elevation:
Maywood, California Sampling Method: §' Confinuous Core Depth to G.W.: 24.5 1t
TN&A Project No. 2001206 Sampling Interval: Continuous Boring Depth: 321t
o
g .‘g g al o Well PA-4
a £ 12| 21El £12 9 Description
ey = Fioiglz| §18 < P Well Construction:
= a 2 i &7 8
£ [=3 [N [=35 I ~ i £ w
g E | E|E|2I3 S |8l 8]|8
a » w |w|alml & |2 & |2
20 SAND: 15% silt, 85% sand, medium grain, pale yellowish browa (10YR 6/2), 0.020-INCH
. | moist, sand is soft, no odor. SLOTTED
21 0.0 X SCHEDULE
' 7 SANDY GLAY: 60% clay; 15% silt, 25% sand, fine grain, dark yellowish brown 40 PVG
oy | {10YR 4/2), crayisiitis mediurn stiff, damp, no odor. SCREEN
22 — /
0.0 el SHLTY SAND: 30% silt, 70% sand, fine grain, olive gray (5Y 4/1), damp, sand
23 — N E is soft, no odor.
24 — Y oo KEE : .. S— :
v \ CLAY:70% ciay, 20% silt, plastic, 5% sand, fine grain, dark yellowish brown
. (10YR 4/2), moist, ne odor.
MISS :
o5 — WG | os:a0 <]
28 — \CL—CH
27 k
28 — — | 0.0 > _ . ———
SANDY CLAY: 65% clay, 15% silt, 20% sand, medium grain, moderate brown
/ (5YR 414), moist, no edor.
29 — / CH
MISSING | 08:50 /
30 - A SET SCREEN
@30’
31 =
32 —
33—
34—
35 —
36 —
37 —
38 —
39 —
40 —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNOZ.GDT 3/16/08

Total depth: 32 feet; Groundwater encountered at 24.5 feet

NOTES:




LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNU3.GOT 3/16/08

TN TN & Associates, Inc.

&A Engineering ond Sclence

LOG OF BORING PA-5

(Page 1 0f 2)

PEMACO SUPERFUND SITE

Maywood, California
TN&A Project No. 2001208

L.ogged by: Geoffrey Brink Date Started: 8/25/05
Approved by: Date Completed:

Drilling Company: ABC Drilling Northing:

Drilling Foreman:  Jose Sandoval Easting:

Drilling Method: Hollow Stem Auger
Sampiing Method: 5° Continuous Core
Sampiing Interval: Continuous

Ground Elevation:

Depth to G.W.: 26 ft

Boring Depth: 314t

o 215 ° Well PA-5
a E |8 3lglw|2 & Pescription
g = Elolgl3 Ela] 2 P Well Construction:
~ @ g |eixeiol & | _{'*:—’ -
2 £ g 1E|8lz|<|El g9
[5] © @ | & |52 2 | & & 0]
'a] @ »w |w|dlp &5 3|5
0 HAND DUG TO CHECK FOR UTILITIES. W
1 % %.‘. 4" WELL
>
2 — \%\ ~<
3 >
< §
N § §
— S— Lt D
5 0.0 SAND: 15% siit, 85% sand, medium gsain, pale to dark yellowish brown (10YR Q < ggﬁémﬁlﬁ%
5/2), dry, sand is soft, no ador. > > BENTONITE
6 — g g GROUT
7 — % SCHEDULE
40 BLANK
SIS ERE
8 4 K
3D
g — — 0.0 - - - - " - ~< ~<
SILTY SAND: 30% silt, plastic, 70% sand, fine gzain, dark yellowish brown %
. {10YR 4/2), dry, sand is sliff, no odor.
MISSING | 14:40
10 — ] E
11 —
12 —
13 — 1
: = BENTONITE
CHi® SEAL (5
14 — i BAGS)
15 —
16 —
17 —1 0.0 - - - - - &
SAND: 26% silt, 80% sand, fine grain, dark yellowish brown (10YR 4/2), damp, E
sand is soft, moderate ador.
18 — " 2112 SAND (7
BAGS)
340
19 MISSING | 14:50
CLAY: 0% clay, 15% sill, plastic, 25% sand, dark yellowish brown ( 10YR
CL-CH| 4723, clay/silt is stiff, damp, faint odor.
20

Total depth: 31 feet, Groundwater encountered at 25 feet
NOTES:




TN TN & Associates, Inc.

LOG OF BORING PA-5

_ {Page 2 of 2)
&A Eﬂglﬂeeﬁﬂg Ond SCIGHCG Logged by: Geoffray Brink Date Staried: 8/26/05
Approved by: Date Completed:
Drilling Company: ABC Drilling Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drilling Method: Hollow Stern Auger Ground Elevation:
Maywood, California Sampling Method:  5° Confinuous Core Depthto GW..  25#
TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 31t
&=
. g %. @ Py Well PA-5
o = |Z|GlEl B |8l 9 Description
= - = la|g|3l El&g] < " Well Construction:
— @ o leiigl g |-} 8
= [«% [« R ai s ~ = -E w
§ 5 |EIE23518 88
a 0 w ilnjal@mm & (sl 0| D
20 0.0 CLAY: 60% clay, 15% silt, plastic, 25% sand, dark yellowish brown { 10YR 0.020-INCH
4124, clay/sil{ is stiff, damp, faint odor. SLOTYED
29 — SCHEDULE
40 PVC
CL-CH SCREEN
22— 54
237 b | D% SILTY SAND: 40% silt, 60% sand, fine to medium grain, olive gray (5Y 4/1),
| damp, stiff, moderate odor.
24 — 78
25 — AR
MISSING 1510 04 N CLAY: 60% clay, 20% silt, 20% sand, dusky yellowish brown (0YR 2/2),
26 —| \ CL-CH| clay/sit is stiff, moist, faint odor.
7 SANDY CLAY: 60% clay, 10% silt, 30% sand, medium to coarse grain,
27 — / moderate brown (SYR 4/4), clay/silt is stiff, damp, weak odor.
28 — 10 %
CH
29 — %
15:15
ag— SSNG |15 <] % SET SCREEN
/ @30’
31— 14
32
33
34 —
35 —
36 —
37
38 —
39 —
40 —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNG3.GDT 3/16/06

Total depth: 31 feet; Groundwater encountered at 25 feet

NOTES:




LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNOZ GDT 318/05

} ]
LT N & Associates, Inc. 1 OG OF BORING PB-1
R . . \ {Page 1 of 2}
&A Englﬂeeﬂng and Sclence  [Cogged by: Geoffrey Brink Date Started: 8/18/05
Approved by: Date Completed:  8/18/05
Drilling Company:  AWT Northing:
PEMACO SUPERFUND SITE Drifling Foreman:  Denzel W Easting:
. Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, Califarnia Sampling Methad: &' Continuous Core Depthto GW.. 27t
TN&A Project No. 2001208 Sampling Interval:  Continuous Boring Depth: 38t
o 12| 5 ” Well PB-1
a E |8 § gl £ [ g Description
D) - F1olg|3 &g o Well Construction:
= o o le|lelS aid 8
£ [=% a =9 ~ T £ 943
& E | EIEIZ3 S8 8|8
fo ] 0w inidie| O |21 D
0 SILTY SAND: fine to medium grain, yeliowish brown (10YR 4/2), poorly *\S N
graded, sand/grave! is soft. > >
1 — ~< Q"' 4" WELL
3D
2 K K
5 - 2 R
4 >1 D
§\ §
5 - 0.0 ~< Q
§ b SILTY SAND: 40% silt, 60% sand, fine grain, dark yellowish brown (10YR 4/2), K <
poary graded, dry, sand is soft, no odor. % %
? —"
NEW
8 - 0.0 % %-& PORTLAND
CEMENT/5%
N DI sENTONITE
9 0.0 CLAYEY SAND: 20% ciay, 70% sit, 10% sand, fine grain, dark yellowish K g GROUT
MISSING 15:55 brown {10YR 4/2) clay/silt is soft, damp, no odor. >
10 — ’ A SCHEDULE
SILTY SAND: 40% silt, 60% sand, fine grain, dark yellowish brown (10YR 4/2), \\g \ 40 BLANK
poorly graded, damp, no ador. > PVG
11 — K ~<
13 — o ®
§ §
14 — 0.0 ~<2 <2
15— A
*
i
17 — Q &
o] % K
19 — % %
20— — i
Total depth: 38 feet; Groundwater encountered at 27 feet
NOTES:




TN TN & Associates, Inc.

LOG OF BORING PB-1

: (Page 2 of 2)
&A Engineering ond Science  [Toggedby: Geoffrey Brink Date Started- 8/18/05
Approved by: Date Completed:  8/18/05
Drilling Company: AWT Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5’ Continuous Core Depth to G.W.; 27 ft
TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 381t
Fiag ~
) 2 £|g al| o Well PB-1
Q E |918IE 18 9 Description
=) - Flalgi3 5181 - et Well Construction:
= @ 9 el &« 2
ES [=% [=% [= N ~ 1% -g_ 4]
g € |5 5zI38 S8l 8|8
0 & winlalp| & |20 D
20 SILTY SAND: 40% s, 60% sand, fine grain, dark yellowish brown (10YR 4/2), e BENTONITE
poory graded, damp, no odor. sl CHIP SEAL
21 CLAY: 70% clay, 15% sill, pastic, 15% sand, fine grain, dusky yellowish brown | 8
{10YR 2/2), clay/silt s stiff, damp, no odor. b B
22 — L
CL-CH 5
23 0.0 s |
24 — — 0.0 - - - -
SANDY SILT: 10% clay, 60% silt, 30% sand, fine grain, dark greenish gray
{5GY 4/1), clay/silt is stiff, wet
25 — [ 2/12 SAND
26 — 0.020-INCH
SLOTTED
SCHEDULE
27 Y ML 40 PVC
SCREEN
M ¥
g | MSSING | 16:35 <]
29 —
30— | SILTY CLAY: 50% clay, 30% silt, 10% sand, fine grain, clive gray (5Y 4/1),
ciay/s#t is stiff, moist, no odor. fron staining, gravelly @ 34°.
ot /
32 % CH
33 — %
34 — 0.0 ,/A N - - -
DY CLAY: 60% clay, 15% silt, 25% sand, cearse grain, moderate yellow
/ brown (10YR 5/4), poorly graded, clay/silt is hard, damp to moist, sand/gravel
35 — / is hard, no ador.
36 — / SET SCREEN
/ @36
37 4 / CH
MISSING | 17:05
38 — 0.0 %
39 — %
40 — - /f

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

Total depth: 38 feet; Groundwater encountered at 27 feet

NOTES:




TN N & Associates, Inc,

&A Engineering and Science

LOG OF BORING PB-2

{Page 1 of 2)

t.ogged by: Maura Browning Date Started: 8/17/05
Approved by: Date Completed:
Drilling Company: AWT Northing:
PEMACO SUPERFUND SITE Driling Foreman:  Denzel W Easting:
L Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5 Confinuous Core Depth to G.W.: 22 ft
THN&A Project No. 2001206 Sampling Interval: Cenfinuous Boring Depth: 35#
b N
& ol o Weil PB-2
gIE T %3 Description ]
g o|al &8 9 Well Construction:
= ol 2 =
£ glzl < Bl 5|8
) El8l S |8 8| &
fa] olm| 62| 0| D
0 o\éok GRAVEL/BOULDERS N
a
1 D D< % %* 4" WELL
O3 e N >
o
2 — 5'6 q % g
o b
3 — —1 |00 S % %
' T SILTY SAND: 30% silt, non-plastic, 70% sand, fine grain, dark yellowish brown | N9 Y
(10YR 4/2), well graded, dry, sand is very soft, no odar. > 9
4_ § §
5 0.0 SILTY SAND: non-plastic, 100% sand, sub-rounded, fine to medium grain, '< ‘é* zghRﬁg\!ArTs?%
pale yellowish brown {10YR 4/2), well graded, dry, sand is very soft, no odor. > > BENTONITE
6 — @ % GROUT
, %R
1 00 GILTY SAND: 25% silt, non-plastic, 75% sand, sub-rounded, fine grain, dark >
8 — yellowish brown, well graded, dry, no odor. ~< ESEEE{E&E
¥ PVC
9 7 q
10 — 2
11 % i%* BENTONITE
5 CHIP SEAL
12 ; A
13 — %
14— —1 100 SALTY SAND: 40% silt, semi-plastic, 60% sand, rounded, fine grain, dark
yellowish brown (16YR 4/2), well graded, damp, sand is very soft, no edor.
18 —
16 —
[ 2/12 SAND
17 —
18 — 0.0 CLEAN SAND: - - - -
AND: non-plastic, 100% sand, sub-rounded, fine to medium grain,
light ofive gray (5YR 5/2) with dusky yellow strips (5Y 6/4), well graded, dry,
19 — sy
0.0 | Y
ML
. I

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNG3.GDT 3/16/08

Total depth: 35 feet; Groundwater encountered at 22 feet

NOTES:




TN TN & Associates, Inc.

LOG OF BORING PB-2

' (Page 2 of 2)
1 t ¥
&A Englneenﬂg ona Science  [oggedoy. Maura Browning Date Started: 8/17/05
Approved by: Date Completed:
Drilling Company: AWT Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Drilfing Method:  Holfow Stem Auger Ground Elevation:
Maywood, Califoria Sampling Method:  5' Confinuous Core Depthto GW..  22#
TN&A Project No. 2001206 Sampling Interval:  Confinuous Boring Depth: 35 f
g w” Well PB-2
glel gl 8 Description
> .
g 83 & a2 Well Construction:
= f._f_’ Q| & 5| £ o
= [+
g z|3| £ |5| £ 8
a cim & || 0| D
20 SANDY 5ILT: 0% silt, non-plastic, 40% sand, rounded, fine grain, dark
yellowish brown {10YR 4/2), well graded, sand is soft.
21 — ML
— Y i
22 0.0 : SILTY SAND: 40% silt, semi-plastic, 50% sand, fine grain, dark yellowish 0.020-INCH
brown {10YR 4/2), we!l graded, meist, sand is soft, no odor, SLOTTED
23 — SCHEDULE
40 PVC
SCREEN
24 — — 0.0 - - - - -
SAND: 10% silt, 90% sand, medium grain, pale yellowish brown (10YR 6/2),
well graded, damp to saturated, sand is very soft, no cdor.
25 Saturated @ 25' to 26",
26 — 0.0 - - - - .
SILT: 90% silt, plastic, 10% sand, fine grain, dusky yellowish brown (10YR
2/2), moist, sand is medium stiff, no odor.
27 ML
28 - 7 0.0 - - - - -
SILTY SAND: 40% silt, 0% sand, rounded, fine grain, dark yellowish brown
{10YR 4/2) slightly motiled with moderate yellowish brown (10YR 5/4), well
29 - graded, moist, sand is soft, no odor.
30
31 — 0.0 - " " -
SANDY SILT: 60% silt, non-plastic, 40% sand, rounded, fine grain, dusky
ML | yellow brown (10YR 2/2), well graded,moist sand is soft, no odor.
32 1 0.0 CLAY: 20% sili, 80% sand, fine grain, dark grayish gray (5G 4/1), damp to %?;.SCREEN
moist, sand is medium stiff, no odor,
33 —
CL-CH
34 — \
35—
36 —
37 —
38 —
39 —
40 —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

Total depth: 35 feet; Groundwater encountered at 22 feat

NOTES:




TN TN & Associates, Inc.

&A Engineering ond Science

LOG OF BORING PB-3

{Page 1 0f 2)

PEMACO SUPERFUND SITE

Maywood, California

Lagged by:
Approved by:

Drilling Company:
Drilling Foreman:

Drilling Method:

Sampling Method:

Geoffrey Brink

AWT

Denzel W

Hollow Stem Auger

5' Continuous Core

Date Started: 8/17/05

Date Completed:

Northing:

Easting:

Ground Elevation:

Depth to G.W.: 314

TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 35
& ~
s 1S5 o Well PB-3
a £ 8|8lgele|e ® Description
= = i e 5 2| = -
& P % | o e 8 I Well Construction:
= <% o |25 “lal 5 )
B E € |E[B13 « 12| &1 O
[ © o] glelel => |8 & [5]
O 0 w lwidnl {261 3
0 0.0 SILTY SAND: 40% silt, 60% sand, medium to coarse grain, color10YR 5/4, NG
poorly graded, dry, no odor. > >
— b 4" WELL
‘ 9K
. )
g
‘§ N
3 g %
4 - K
5 — % %4— PORTLAND
Ny CEMENT/S%
> ) BENTONITE
6 0.0 SILTY SAND- 30% silt, 70% sand, fine 1o madium grain, color 10YR 472, K K4 erouT
poorly graded, damp, no odor. %
[ SCHEDULE
40 BLANK
PVC
8 -~
o - S
4 K
10 - 7 >
11 — o [t BENTONITE
i B CHIP SEAL
124 —1 {0¢ - - - . - il
CLAYEY SAND: 15% clay, 15% silt, 70% sand, fine to medium grain, color s
10YR 412, clay/silt is medium stiff, damp, no odor. f
13 — %
55
14 — 1B
15 —
TIME ALSO <]
MISSING
16 —
17 —
18 —
19 —
20 — —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNOS.GDT 3/16/06

Total depth: 35 feat; Groundwater encountered at 31 feet

NOTES:




TN T N & Associates, Inc,

LOG OF BORING PB-3

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNQ3.GRT 316/08

—m (Page 2 of 2)
&A Eﬂgiﬂeeﬂng ondSclence  [Toggedoy: Geoffrey Brink Date Started: 8/17/05
Approved by: Date Completed:
Drilling Company: AWT Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Drilling Method: ~ Hollow Stem Auger, Ground Elevation:
Maywood, California Sampling Method: &' Continuous Core Depthlo GW.:  31ff
TN&A Project No. 2001206 Sampling Interval: Continuous Boring Depth: 35f
o |15 o Well PB-3
o E|2|3lg E | 8 Description
= = Flalglgl 58] Well Construction:
= o » el & |2 2
£ [=% [+% |G ~ 5 £ 2]
| E | E|E|EI8 S 18 §)3
It & &S lplam diz| oS
20 CLAYEY SAND: 15% clay, 15% silt, 70% sand, fine to medium grain, color
10YR 4/2, clay/siit is medium stiff, damp, no cdor.
21 —j
22 — 0.020-INCH
SLOTTED
23 SCHEDULE
40 PVC
SCREEN
24 -
25 — — 0.0 - - - - -
CLAY: 805 clay, 15% silt, plastic, 5% sand, fine grain, color 10YR 4/2, clay/silt
is stiff, damp, no odor.
28 \
7 s
28 — CL-CH
0] §
FISSING 7438
20 3 <]
31 4 \ . - : _
. SAND: 10% siit, $0% sand, medium grain, color 16Y 9/2, poorly graded, wet,
X y no odor.
32 CLAY: 70% clay, 15% silt, 15% sand, fine grain, color T0Y 4/2, clay/silt is stiff, %%TZ.SCREEN
moist, no odor.
33 — \
CLi-CH
34 —
MISSING | 14:48
35 —
36 —
37 —
38 —
39 —
40 —

Total depth: 35 feet; Groundwater encountered at 31 feet
NOTES:




LEL T N & Associates, Inc. LOG OF BORING PB-4

(Page 1 of 2)

&A Engineenng ond Science  [Toggea by: Geoffrey Brink Date Started: §/17/05
Approved by: Date Compleied:
Britling Company: AWT Northing:
PEMACO SUPERFUND SITE Drifling Foreman:  Denzel W Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: &' Continuous Core Depth to G.W.: 221t
TN&A Project No. 2001206 Sampling Interval: Continuous Boring Depth: 27 it
o N
. g .%_ 8 al| o Well PB-4
a E |2I8IEl E 1% 8 Description
. o = {8I8IS[ |2 S escripti o
& P o | o & 8 g 9 o Well Construction:
£ a g 2l z |8l 85818
5 § |k FlE|8| S 5|l 0
o 0 o in|oiml & (2| T3] >
0 0.0 SILTY SAND: 40% silt, 60% sand, fine to medium grain, moderate yellowish R
brown (10YR 5/4), pocrdy graded, dry, no odor. > >
1 — < %* 4" WELL
3D
2 —
K K
3 % %-‘- PORTLAND
0.0 CEMENT/S%
! SANDY CLAY: 50% clay, 10% silt, 40% sand, fine grain, dark yellowish brown > > BENTONITE
4 - 0.0 {(10YR 4/2), damp, no ador. K4 K¢ GROUT
SILTY SAND: 40% silt, 60% sand, fine grain, dark yafiowish brown {10YR 4/2), N
5 poorly graded, damp, faint odor. % %
>
§ - \Q SCHEDULE
40 BLANK
PVC
7 o~
8§ % e BENTOMNITE
i % CHiP SEAL
9 — i-
M :
10| MssIG 10:15 <] - -
11— §
12 — 0.8 =
13—
14 —
[ 2152 SAND
15 —
18 S 0.0 CLAYEY SILT: 20% clay, 70% silt, 10% sand, fine grain, moderate olive brown _'" 0.020-iNCH
(5Y 474} clay/silt is medium stiff, damp, 5o ador, SLOTTED
17 — 0.0 SILTY SAND: 40% silt, 50% sand, fine grain, dark yeflowish brown (10YR 4(2) SCHEDULE
poorly graded, damp, no odor. g%gE(E:N
18 —
19 —
20— —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

Total depth: 27 feet; Groundwater encountered at 22 fest
NOTES:




TN TN & Associates, Inc.

LOG OF BORING PB-4

— (Page 2 of 2)
&A Eﬂgiﬂ@@ﬂﬂg Gﬂd SCIE’HCG Logged by: Geoffrey Brink Date Started: 8/17/05
Approved by: - Date Completed:
Drilling Company:  AWT Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: &' Continuous Core Depth to G.W.: 22 ft
TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 27 ft
P -
_ GEJ '*E § ol o Well PB-4
[ £ oiglEl = 1l@ g D ki

=) = Fioigl3 §Ei8| - escription Well Construction:
= @ o loigld| & 1| &

£ s . lels =5l 2w

& 5 | 5151218 Si5| 818

o ] o o|olml O 2] D
20 SILTY SAND: 40% silt, 60% sand, fine grain, dark yellowish brown (1GYR 4/2)

poorly graded, damp, no ¢dgor.
21— ann
N -\ y b B
22 {7 SILTY CLAY: 0% clay, 30% silt, 10% sand, fine grain, olive gray {5Y 3/2),
clay/fsilt is soft, wet, no to faint odor.

23 — 55 /

pq | MesNG 1110l ] % on

25 %

op —| MSSING | 11:15 > 0.5 7 ik~ SET SCREEN

’ @26

27 —

28 —

29 —|

30 —

31 —

32 -

33 =

34 —

35 —

36 —

37 —

38 —

39 —

40 —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNC3.GDT 3/16/06

Total depth: 27 feet; Groundwater encountered at 22 feat

NOTES:




TN TN & Associates, Inc,

LOG OF BORING PB-5

(Page 1 of 2)

&A Engineering and Science

Logged by: Tom Rowell Date Started: 8/16/05
Approved by: Date Completed:
Drilling Company: AWT Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Drilling Method:  Hoflow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5’ Continuous Core Depth to G.W.. 32 ft
TN&A Project No. 2001206 Sampling Interval:  Condinuous Boring Depth: 35 ft
£ z w Well PB-5
a o 8|t 19 8 Description
£ - Q 218 5 18| 2 Well Construction:
~ 2 a glol 21 2
£ a =3 D Zlsl a1 &
g g & HHESEID-AR
') [ w alm] D[] G| 5
0
P — % %-ﬂ- 4" WELL
3D
2 - %R
37 o POOR : i i i % %
LY GRADED SAND: 10% silt, 90% sand, medium grain, color 10YR
5/4, damp to maist, no odor. > >
4 — e PORTLAND
% N CEMENT/5%
BENTONITE
5 — GROUT
6 — % SCHEDULE
N 40 BLANK
SIS ERE
7 — \\Q\ <
- PCORLY GRADED SAND: 100% sand, calor 10YR 5/4, damp, no odor, } >
5 — 4K
0 %R
o] Y
B
i1 — % <
12— >t D)
4K
POORLY GRADED SAND: 10% siit, 20% sand, medium grain, color 10YR > >
13 — 5/4, damp, no odor. g ‘Q
14 — % %
15 — F e BENTONITE
> CHIP SEAL
|
16 —
17
18 POORLY GRADED SAND: 10% silt, 90% sand, medium grain, color 10YR
1 5/4.
19 ] CLAYEY SILT WITH SAND: 35% clay, 50% silt, 15% sand, fine grain, color
ML { 10YR 4/2, moist, no ador. :
20 che

LOG OF BORING SUPERFUND $ITE.GPJ LOG A EWNNO3.GDT 3/16/08

Total depth: 35 feet; Groundwater encountered at 32 feet
NOTES:




TN T N & Associates, [nc. LOG OF BORING PB-5

o {Page 2 of 2}
&A Engineering and Sclence [ Toggea by: Tom Rowell Date Started: 8/16/05
Approved by: Date Completed:
Driling Company: AWT Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Drilling Method: Hollow Stem Auger Ground Eievation:
Maywood, California Sampling Method: &' Continuous Core Depth to GW.: 32 ft
TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 35#
£ 5 " Well PB-5
a iy gigl = [w! § Description
=) = o $i2l § a8l 2 P Wels Construction:
— KH @ rigl a1 8
£ s |3 8|3l Tie| 518
g 5 3 HHEREIN-RR:
o n ] am| O i=] 3| 3
20 CLAYEY SiLT WITH SAND: 35% dlay, 50% silt, 15% sand, fine grain, cofor ; %
10YR 4/2, moist, no odor. i i
21 — %D 3
22— ML % s
23 — 38 “le 2712 SAND
24 —, ] ATy - 0.020-INCH
8.5 Z&?RLY GRADED SAND: 90% sili, 10% sand, color 10YR 5/4, moist, no SLOTTED
25 ] ) SCHEDULE
40 PVC
SCREEN
26 — — 8.5 — —— - -
CLAYEY SILT: 40% clay, 80% siit, alive gray (5Y 4/, clay/silt is medium stiff,
moist, no odor.
27 — ML
28— SANDY SILT: 10% clay, 70% silt, 20% sand, fine grain, dark greenish gray
{5GY 4/1}), moist to wet, no edor.
29 — 13
30 — ML
31 —
TMEALSD [ 8.7
321 MissnG — ¥
33 | SILTY CLAY: 55% clay, 35% silt, semi-plastic, 10% sand, fine grain, dark
greenish gray (5GY 4/1), clay/silt is stiff, moist, no odor.
34 — 7.7 cL SET SCREEN
\ @34'
35 4 —
36 —
37 —
38 —
39 —
40 —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 2/15/06

Total depth: 35 feet; Groundwater encountered at 32 feet
NOTES:




TN TN & Associates, Inc.
&A Engineering and Science

LOG OF BORING PB-6

(Page 1 of 2)

PEMACO SUPERFUND SITE

Maywoaod, California

Logged by: Tom Rowell Date Staried: 8/15/05
Approved by: Date Completed:

Drilling Company:  AWT Northing:

Drifling Foreman:  Denzel W Easting:

Drilling Method: Hollow Stem Auger
Sampting Method: 5’ Continuous Corg

Ground Elevation:

Depth to G.W.: 29 ft

TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 351t
s e ” Weli PB-5
a) % slel g2l B Description
1 > .
£ = ?J HEIRS &l Well Construction:
= a = EIOL & iT 1 = %)
S 05 |5 (23518 8lg
a] ” » ol O8] 6D
0
1 - § ><— 4" WELL
4 K
4 — % %4 PORTLAND
CEMENT/S%
5 % > BENTONITE
=] - GROUT
K
6 — ~< SCHEDULE
N 40 BLANK
SISERE
[ 4 K
0.0 - " " -
POORLY GRADED SAND: 10% silt, 80% sand, fine to coarse grain, moderate
g — S yellowish brown (10YR 6/4), damp, no cdor. ~< g
<) T i - — p—
TIME ALSO ML | CLAYEY SILT: 30% clay, 60% silt, non-plastic, 10% sand, fine grain, dark
101 wssING X L] cliowish brows (10YR 4/2). moist, na odor. % %
. % ¥
D
- N NETE
13 0.0 SILTY SAND: 40% silt, 50% sand, fine to medium grain, dark yellowish brown 25 S = BENTO
! £ CHIP SEAL
(10YR 4/2( moist, no odor. ik
4 —
15 — B
16 — — 100 . - . - _
SILTY SAND: 30% silt, 60% sand, fine tc medium grain, moderate yellwoish %
brown {10YR 5/4}, mwoist, no odor, 5
17 § i
18 — il
0.0 CLAYEY SILT WITH SAND: 30% clay, 45% silt, 25% sand, fine grain, dark
19 — ML yellowish brows (10YR 4/2}, moist, no odor.
20 —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO2.GDT 3/16/08

Total depth: 35 feet; Groundwater encountered at 28 feet

NOTES:




TN N & Associates, Inc. L OG OF BORING PB-6

(Page 2 of 2)

&A Eﬂgfneeﬁng ond Sclence Logged by: Tom Rowell Date Started: 8/15/05
Approved by:; Date Completed:
Brilling Company: AWT Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Prilling Method: Holfow Stem Auger Ground Elevation:
Maywood, Califernia Sampiing Method: 5’ Continuous Core Depth to G.W.: 20 ft
TNE&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 351t
£ s " Well PB-8
al & glel g 1el § Description
= —= o 313 %, ol Well Construction:
= [N L) Zlol & |- 2
£ - k1 e T - I
73 £lal 3 |8 B
a 3 3 Slal 82|63
20 0.0 POORLY GRADED SAND: 10% silt, 90% sand, medium grain, dark yellowish
brown (10YR 4/2), moist, no odor. N
21 "l 2/12 SAND
27 s Ca— 0.020-INCH
SP | SLOTTED
23 o P4  SCHEDULE
40 PVC
SCREEN
24 |
25 — |99 SILTY CLAY: 66% clay, 30% silt, semi-plastic, color 5GY 4/t maist, no odor.
26 — %
27 — % “
/
mHEAse <] N RS SILTY SAND: 10% silt, 90% sand, fine grain, color 10YR 4/2, moist o wet. no
28 = mssiNg ¥ e g | oder
30 — / ; CLAY: 60% clay, 30% silt, semi-plastic, 10% sand, fine grain, color 5GY 4/1,
/ clay/silt is stiff, moist, no oder.
31 — 1.4 /
32 SET SCREEN
o @32
33
34 —
35 — — 17
36 —
37 —
38 —
39 —
40 —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNC3.GET 3/18/06

Total depth: 35 feet; Groundwater encountered at 29 feet
NOTES:




TN TN & Associates, Inc. LOG OF BORING PB-7

. (Page 1 0of 2)
&A Eﬂglﬂeeﬂﬂg Gﬂd SCIEHCQ Logged by: Tom Rowell Date Started: 8/15/05
Approved by: Date Completed:
Dritling Company: AWT Nerhing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, Cafifornia Sampling Method: 5’ Continuous Core Depthto GW.:  3ift
TN&A Project No. 2001208 Sampling Interval:  Continuous Boring Depth: 351t
S - Weli PB-7
= - (1]
QlEl = |vi o ripti
£ $|3 E13] < Description Well Construction:
el Q @)
& 2|3 £ |5| 818
) alm| O (21 & | 2
0 9
1~ g g-t- 4" WELL
S
27 SRS
.- L
1 | 900 POORLY GRADED SAND: 10% silt, 909 i i i > >
: % silt, 30% sand, fine grain, moderate yellowish
4 — gp | brown (10YR 5/4), damp, no odor. g g* ggﬁél&}:’?;/
BENTONITE
5 — F— % % GROUT
6 — % SCHEDULE
40 BLANK
SIS RS
7 — ~< g
1 | 00 PODRLY GRADED SAND: 10% silt, 90% sand, sub-roundsd to sub-angular, >
8 — medium grain, moderate ysllowish brown ($0YR 5/4}, maist, no odor. N é\
sP SIS
9] K
i 0
- | ¥
§ §
12 = Q Q
13 | %0 POORLY GRADED SAND: 10% silt, 90% sand, fine to medium grain, dark % &
yellowish brown {10YR 4/2), moist, no odor. i 2
1 ||
[
15 — ] 2
16 — %
17 — i
—1 |00 POORLY GRADED SAND: 10% silt, 90% sand, dark yellowish brown (10YR i
18 — 4/2), moist, no odor. 3
19 — %
20— ]

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

Total depth: 35 feet; Groundwater encouniered at 31 feet
NOTES:




TN TN & Associates, Inc, [ OG OF BORING PB-7

(Page 2 of 2)

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

&A Eﬂglﬂeeﬂr%g ongd Science  [Togged oy: Tom Rowell Date Started: 8/15/05
Approved by: Date Completed:
Drilling Company: AWT Northing:
PEMACO SUPERFUND SITE Driling Foreman:  Denzel W Easting:
o Dritling Method: Holfow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5’ Confinuous Core Depth to G.W.: 311t
TN&A Project No. 2001206 Sampling Interval:  Confinuous Boring Depth: 351t
gi,‘ a| o Well PB-7
SIEl €12 9 Description
£ 813 § _§ o ? Well Construstion:
Z &o & T & 0
= Q aQy
& SHEREIB AR
a om & |2 &3
20 &
21 L] 0.0 SANDY SILT: 55% silt, 45% sand, fine grain, ight clive gray {5Y 5/2), moist,
no odor.
22 —
ML .
23 — e 2/12 SAND
24 — | 00 SILTY SAND: 35% silt, 55% sand, medium arain, light olive gray (5Y 5/2} 0.020-INCH
moist to wet, no odor. SLOTTED
25 SCHEDULE
40 PVC
SCREEN
26 Slightly wet.
27 —
i | 00 CLAYEY SiLT: 46% clay, 60% siit, semi-plastic, dark greenish gray (5GY 4/1),
28 — moist, no odor.
29 — ML
30 —
- b
3 0017 SANDY SILT: 10% clay, 50% siit, 40% sand, medium grain, light clive green
(5Y &/2), wet,
32 — ML
33 CLAY: 60% clay, 35% silt, 5% sand, fine grain, dark greenish gray (5GY 4/1),
clay/silt is stiff, moist, no odor.
34 — CL SET SCREEN
@34
35 —
36 —
37 —
38 —
39 —
40 —

Total depth: 35 feet; Groundwater encountered at 31 fest
NOTES:




TN T N & Associates, Inc.

LOG OF BORING PC-1

{Page 1 of 2)

. g ] 3 1
&A Eﬂglneeﬂﬂg ond Science  [Togged by: Geoffrey Brink Date Started: 8/22/05
Approved by: Date Completed:
Prilling Company: ABC Drilling Northing:
PEMACO SUPERFUND SITE Driling Foreman:  Jose Sandoval Easting:
- Drilling Method:  Hollpw Stemn Auger Ground Elfevation:
Maywood, California Sampling Methed: 5" Continuous Core Depth to G.W.: 21
TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 30 ft
& -
g %— 3 wl o Well PC-1
. 3= [ o -— — 7} . -
= = = laiglal E |5 3 Description Well Construction:
i © o loig!d a4l o ;
£ a 2 |lals ~i5i 5 ]
& E | E B8 S8 & 3
Q o o jw|aim] O 21 0D
0 0.0 SILTY SAND: 40% sit, 60% sand, fine grain, pale to moderate yellowish ‘\4
brown (10YR 5/4), dry, sand is soft, no odor, > >
{ — < 44— 4" WELL
>
2 &
3 — % %-‘- PORYLAND
CEMENT/5%
BENTONITE
4 — A GROUT
] SCHEDULE
> } 40 BLANK
5 — é = PVC
6 - 0.0 SILTY SAND: 30% silt, 70% sand, fine grain, dark yellowish brown (10YR 4/2}, ol gg'ﬁ;ggl\?s
dry, sand is stiff, no cdor. (3.5 BAGS)
7 pa—.
8 —_
g —
MISSING | 14:40
fo—| M8 ]
11 — —— 0.0 - - - -
CLAYEY SAND: 20% clay, 10% silt, 70% sand, fine to medium grain, dark
yellowish brown {10YR 4/2), dry, sand is stiff, no odor.
12 —
13 —
14 1 | 9° /7 SANDY GLAY: 60% clay, 10% silt, 30% sand, fine grain, dark yellowish brown I (24' 123?«'\@%[))
{10YR 4/2), clay/silt is very stiff, moist, no cdor.
15 0.020-INCH
CH SLOTTED
16 — / SCHEDULE
40 PVC
4 SCREEN
7 0.0 : SAND: 10% s#t, 60% sand, fine to medium grain, dark yellowish brown (10YR
. :. 4/2}, damp, sand is medium stiff, no oder.
18 0.0 7 SANDY CLAY: 70% clay, 5% silt, 25% sand, fine grain, dusky yellowish brown
(10YR 2/2), clay/silt is very stiff, damp, no odor.
19 — / CH
20 7

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 2/16/08

Total depth: 30 feet; Groundwater encountered at 21 feat

NOTES:




LCG OF BORING SUPERFUND SITE.GPJ LOG A EWNND3.GDT 3/16/06

) 1
111 [T N & Associates, Inc. LOG OF BORING PC-1
Y (Page 2 of 2}
&A Eﬂglﬂeeﬁng Gnd SCISHCG Logged by: Geoffrey Brink Date Started: 8/22/05
Approved by: Date Completed:
Drilfing Company: ABC Drifling Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Dritling Method:  Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5’ Continuous Core Depth to GW.: 211t
TN&A Project No. 2001208 Sampling Interval: Continuous Boring Depth: 301t
&
= Well PC-1
at £ |8 % 2l 2|8 8 Description
£ E Z g é é E__ é ; P Well Construction:
£ [=3 [=3 =R — b -E_ N
<% £ EE|ZIE| L iw]l & &
i) © o |12 = $ i w
a] %3 w |owlolm O |20 |2
20 7 SANDY CLAY: 70% clay, 5% silt, 25% sand, fine grain, dusky yellowish brown
v CH | (10YR 2/2), clay/silt is very stiff, damp, no odor.
21 0017 3 SILTY SAND: 40% silt, 60% sand, fine grain, olive gray (5 4/1}, saturated,
MISSING 14:45 . sand is soft, no odor.
22 ’ 0.0 V r . - - -
ANDY CLAY: 50% clay, 10% silt, 40% sand, fine to coarse grain, moderate
/ brown (5YR 4/4), clay/silt is very stiff, damp, no odor.
23 — /
24 — %
25 — / SET SCREEN
@ 25
26 — / CH
27 — %
28 — %
25— %
MISSING | 14:45 A
30 —
31 —
32 —
33 —
34 —
35
36
37 -
38 -
39 -
40

Total depth: 30 feet; Groundwater encountered at 21 feet
NOTES:




TN TN & Associates, Inc,
&A Engineering and Sclence

LOG OF BORING PC-2

(Page 1 0f 2)

PEMACO SUPERFUND SITE

Maywood, California

Logged by:
Approved by:

Drilling Company:
Drilling Foreman:

Drilling Method:

Sampiing Method:

Geoffrey Brink

ABGC Drilling

Jose Sandoval

Hollow Stem Auger

5" Continugus Core

Date Started:

8/23/05

Date Completed:

Morthing:

Easting:

Ground Elevation:

Depth to G.W.: 251t

TN&A Project No. 2001208 Sampling Interval:  Continuous Boring Depth: 301t
=l g Well PC-2
s 258 pescrp
— ! = > escription .
ES) - F ol g3 § 18l P Welt Construction:
~ @  loigial & i1 2
£ =% [=% [=8 I ~ o £ w
s § EEIZIE| SIS 818
[ 4
fa n o lwldl@d =] 0! 35
0 0.0 SAND: 20% silt, 80% sand, fine o coarse grain, moderate yellowish brown S
{16YR 5/4)}, dzy, sand is seft, no cdor. % %
— . "
L 0.0 SILTY SAND: 40% silt, 50% sand, fine to coarse grain, dark yellowish brown 4TWELL
(10YR 4/2), dry, no odor, > >
2 K
3 — % %4 PORTLAND
SAND: 10% silt, 90% sand, medium grain, pale yellowish brown (10YR 6/2), CEMENT/5%
ary, faint odor. BENTONITE
4 - 4 GROUT
5 — 1.0 % %
- SR <]
6 0.0 SILTY CLAY: 0% clay, 40% silt, dark yellowish brown (10YR 4/2), damp, no % Y fggfg#}ili
odor. > PVC
7 0.0 - - - - - <
SILTY SAND: 40% silt, 60% sand, fine to medium grain, dark yellowish brown ™
(10YR 4/2), dry, no odor. > >
8 —
K
9 - — 0.0 - - - - - > >
SILTY SAND: 30% silt, 70% sand, fine grain, dark fo moderate yeflowish i
brown (10YR 5/4), damp, sand is stiff, no odor. "
10 - e BENTONITE
+ CHIP SEAL
i (2.5 BAGS)
11 —
12 —
13 —
14 —
15 —
i6 — M 2112 SAND
| (8.58AGS)
17 b SILTY SAND: 40% sift, 60% sand, fine grain, dark greenish gray (5G 4/1), *= 0.020-INCH
damp, faint ador. géOHEEIﬂIJ_E
18 40 PV
19 —
20 —

LOG OF BORING SUPERFLIND SITE.GRPJ LOG A EWNNQ2.GDT 3/16/06

Total depth: 30 feet; Groundwater encountered at 25 feet

NOTES:




TN TN & Associates, Inc.

LOG OF BORING PC-2

Y (Page 2 of 2)
&A Eﬂglﬂeeﬂﬂg ond Science  [Toggeaoy: Geoffrey Brink Date Started: 8/23/05
Approved by: Date Completed:
- Drilling Company: ABC Drilling Morthing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5’ Continuous Core Depth to G.W.: 25t
TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 30
o X
. g .g & 2| o Well PC-2
a E 19 8iEI T2 o Description
— = E lal¢eis) E izl O P —
=) P e | @ & 8 S 31 % Well Construction:
g =3 g 12ly < |8l 5|8
a. £ E|E|Z|B|l g8l &1 ©
< {5 ] sl |2 = kL] i L2 ]
a & o |w|dlml & |2 G| 3D
20 SILTY SAND: 40% silt, 60% sand, fine grain, dark greenish gray (5G 4/4),
damp, faint odor.
21— 0.0 CLAY: 80% clay, 10% silt, plastic, 10% sand, fine grain, dark yellowish brown
{10YR 4/2), clay/siit is stiff, damp, no cdor.
22 —
CL-CH
23 \
0.0 CLAYEY SiLT: 25% clay, 70% silt, 5% sand, fine grain, olive gray (5Y 4/1),
24 clayfsilt is stiff, damp, faint odor.
55| MSSWG | 08:35 <] v ML
26 — 0.0 - - -
SANDY CLAY: 10% clay, 5% silt, 256% sand, coarse grain, moderate brown
(5YR 4/4), clay/silt is very stiff, damp, no odor.
27 SET SCREEN
@ 27
28 — / CH
29 — %
o 7
31 —
32 —
33 —
34 —
35 —
36 —
37 —
38 —
39 —
40 —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

Total depth: 30 feet; Groundwater encounterad at 25 feet

NOTES:




LOG OF BORING SUPERFUND SITE GPJ LOG A EWNND3.GDT 3/16/08

TN TN & Associates, Inc.

LOG OF BORING PC-5

{Page 1 of 2}

&A Engineeiing ond clence [ Togged by:

Geoffrey Brink Date Started: 8/22/05
Approved by: Date Completed:
Drilling Company: ABC Diilling Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easfing:
o Drilling Method: Hofllow Stem Auger Groung Elevation:
Maywood, California Sampling Method: 8’ Continuous Core Depth to G.W.: 36 ft
TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 40 ft
o 1|5 Well PC-5
a g | 3 gl = %” g 3] inti
—_ = = ialig|s| |z 8 escription .
= P PR & 8 g g © Well Construction:
f = [=3 o =R e B o
g & EEizIB SIS &8
ot » » |olaom O 2181 3
0 0.0 SILTY SAND: 40% silt, 60% sand, fine grain, moderate yellowish brown {10YR
5/4), dry, sand is soft, no odor. > >
1 4 44— 4" WELL
S D
2 — 0.0 - - " - - % 4
SILTY SAND: 30% sill, 70% sand, fine grain, dark yellowish brown (10YR 4/2),
dry, sand is very stiff, no odor. % %
3 pu—
4 0o K
) SILTY SAND: 30% siit, 70% sand, fine grain, moderate yellowish brown (10YR > >
5 5/4), dry, no odor. é\ g
. &
7 - > ><— PORTLAND
wissiNG | 08:30 <] K K CEMENT/5%
o % > BENTONITE
CONCRETE @#". K] GROUT
o % R
‘§ N
30 — Q %
11— B oo g <
: SILTY SAND: 40% silt, 60% sand, fine grain, dusky yellowish brown (10YR > >
12 — 2/2), dry, sand is stiff, no odor. g g
13 % SCHEDULE
40 BLANK
» % % PVC
N 00 SILTY SAND: 40% silt, 60% sand, dark yellowish brown {10YR 4/2), dry, no
odor.
15 — % %
16 00 CLAYEY SAND: 25% clay, 15% silt, 0% sand, fine grain, dark yellowish brown é\ %
(10YR 412), clay/silt is very stiff, dry, no odor. > >
17 <&
18 - - 0.0 - - - - - % %
SILTY SAND: 40% silt, 60% sand, fine grain, dark yellowish brown (10YR 4/2),
dry, sand is soft, no ador. §> >
19 3l L« BENTONITE
58 CHIP SEAL
20 — ]

Total depth: 40 feet; Groundwater encountered at 36 feet
NOTES:




TN TN & Associates, Inc.

LOG OF BORING PC-5

0o R {Page 2 of 2)
&A Enginearing and cience [ Cogged by: Geoffrey Brink Date Started: 8/22/05
Approved by: Date Completed:
Drilling Company: ABC Drilling Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drilling Method: Hollow Sterm Auger Ground Elevation:
Maywood, California Sampling Method:  5' Continugus Core Depth to G.W.: 36 ft
TN&A Project No. 2001208 Sampling Interval:  Continuous Boring Depth: 40 ft
si g Well PC-5
a E | Blzle] =12l @ Descripti
= cription
=y - = o|gl3 §i8]| - serp Weli Construction:
= @ e ol a7t &
= [«% [=% ol ~ ! B 7]
& E | El&lz|8 S8 8|3
a ] w olalm| & || 3|3
20 T SILTY SAND: 40% silt, 60% sand, fine grain, dark yellowish brown (10YR 4/2), &
i dry, sand is scft, no odor. £
21 :
— ] i E%x
22 2 b
23 .
24 — 1 lo0] bk — e :
- SILTY SAND: 30% silt, 70% sand, fine to medium grain, greenish gray (5GY
&/1), damp, sand is medium stiff, no odor.
25 — AR
26 — e
0.0 V / SILTY CLAY: 70% clay, 20% silt, 10% sand, fine grain, brownish gray {5YR
27 — / 411). clay/silt is stiff, damp, no odor.
28 — / [ 2/12 SAND {4
/ BAGS)
29 — % cH
30 — / 0.020-INCH
SLOTTED
SCHEDULE
31 — 40 PVC
/ SCREEN
32 —— 0.0 ol ik - - . —
bl L SILTY SAND: 40% silt, 0% sand, fine grain, olive gray (5Y 4/1), damp to wet,
N i sand is sliff, no odor.
33 — A
34 — By
35 — ML
36 — Y
a7 | MSSING 0928 0.0 W AN
) CLAY: 0% dlay, 10% silt, plastic, olive gray {5Y 4/1), clay/silt is very stiff,
damp, no odor.
38 — \
CL-CH
39 — \ SET SCREEN
@39
MISSING 09:30
40

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

Total depth: 40 feet; Groundwater encountered at 36 fest

NOTES:




LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

TN T N & Associates, Inc.

&A Fngineering andl Science

LOG OF BORING PC-6

(Page 1 0of 2)

Logged by: Maura Browning Date Started: 8/22/05
Approved by: Date Completed:  822/05
Drilling Company: AWT Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5' Continuous Core Depth to G.W.: 35t
TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 40 ft
4y " Well PC-6
glel g |2l 8 Description
g 313 & § o Well Construction:
= ol &|T| E| w
£ o @
g HEEREIBAR:
! cim| & || 0| 3
0
1 — .< Q-- 4" WELL
- A
37 1 | 90 CLEAN SAND: non-plastic, 100% sand, {ine grain, color 10YRS5/3, dry, sand is % %
very soft, no odar. > >
4 — 0.0 _ . » — <R
SILTY SAND: 40% s#t, non-plastic, 60% sand, fine grain, color 10YR 4/3, d#y, ™
sand is soft, no odor. > >
3 No recovery {concrete/Old District). § §
6 KK
7 — % %-& PORTLAND
IN] CEMENT/5%
> > BENTOMNITE
8 — G & GROUT
9 — 1 0.0 > >
: SILTY SAND: 20% silt, non-plastic, 80% sand, fine grain, color 10YR 5/8, dry, Q <
sand is soff, no odor. > >
10 — ~< g
>
12 & %
13 — % SCHEDULE
0.0 : _ N N 40 BLANK
CLEAN SAND: 5% sill, non-plastic, 95% sand. fine to medium grain, color > > PVC
14 — 10YR 3/3, dry, sand is very soft, no odor. *Q <
0.0 SILTY CLAY {LEAN CLAY): 60% clay, 40% silt, very plastic, color 10YR 3/3, >
15 — damp o mejst, soft, no odor. ~<
6] A
3D
17 — < <
0.0 SAND: 15% si i i i i
i : N % silt, non-plastic, 85% sand, fine grain, color 10YR 5/3, dry, sand is >
19 : k very soft, no odor. ~< <
0.0 R
ML
20 - [T DI D)

Totat depth: 40 feet; Groundwater encountered at 35 feet

NOTES:




TN TN & Associates, [nc.
&A Engineering end Science

LOG OF BORING PC-6

(Page 2 of 2)

Logged hy: Maura Browning Date Started: 8722105
Approved by: Date Completed:  6/22/05
Drilling Company: AWT Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5 Confinuous Core Depth to G.W.: 351
TN&A Project No. 2001208 Sampling Interval:  Confinuous Boring Depth: 40 ft
e " Well PC-6
algl = e 8 Descripti
escription )
& 213 Ela| - P Well Construction:
= 2o &2 2,
5 Slzl = |2 2] O
@ Zl8 |8 B ®
O alm| & |2 G| >
20 CLAYEY SILT: 30% clay, 60% silt, 10% saad, fine grain, color 10YR 3/4,
damp, sand is soft, no odor, %
21 — il BENTONITE
3 CHIP SEAL
sl
22 — 23 3
i
1 | 90 SILTY SAND: 40% silt, 50% sand, fine grain, color 10YR 4/3, damp, sand is i
23 — soft, no odor. :
24 — 0.0 - - - - -
SANDY SILT: 60% silt, 40% sand, fine grain, color 10YR 4/3, damp, sand is
ML { soft, no odor.
25 — 0.0
28 —
27 e 212 SAND
28 -
29 SILTY SAND: 20% silt, 80% sand, fine grain, color 10YR 4/3, moist, sand is gfgg_lrl‘é(éH
30 soft, no odor. SCHEDULE
0.0 SILTY SAND: 30% eiit, non-plastic, 70% sand, fine grain, color 10YR 473, é%g‘égN
moist fo wet, sand is soft,
31—
32 4 - 0.0 - - - - - -
SANDY SILT: 60% silt, seni-plastic, 40% sand, fine grain, color 10YR 4/1,
damp, sand is medium stiff, no odor.
33
ML
34 —
35 — — loo0|Y - - -
SANDY SILT: 60% silt, 40% sand, fine grain, calor 2.5Y 3/1, wet to saturated,
sand is soft, no odor.
36 —
ML
37 —
0.0 CLAY: 90% clay, 10% silt, very plastic, color GLEY 2.5/N banded with GLEY
38 — 4N, damp, sand is very stiff, no odor. ?@Eg'SCREEN
CL-CH
39 — \
40 —

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/08

Totat depth: 40 feet; Groundwater encountered at 35 feet

NOTES:




LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

TN TN & Associates, Inc,

LOG OF BORING PD-1

(Page 1 of 2)

¥ 1\ Engineating ond Sclence

l.ogged by: Geoffrey Brink Date Started: 8/23/05
Approved by: Date Completed:
Driffing Company: ABC Drilling Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method:  5' Continuous Core Depth to G.W.: 22 f
TN&A Project No. 2001206 Sampling Interval:  Confinuous Boring Depth: 30ft
g
o 1Si8 @ Well PD-1
a E § § g 2 8 Description
= — - = @ - P
E P 2 | o g 8 a8 ::___, w Well Construction:
= 15 I
g g | E1E|%izl < |8l 89
0] b @ glEiel > &) L %]
sl 0 » |w|alml & 2| & D
0 §
T - 0.0 SAND: 20% siit, 80% sand, fine to medium grain, moderate yellowish brown < %4 4TWELL
(10YR 514}, dry, sand is soft, no odor. > >
27 K K
3 % >
4 — 0.0 > g-ﬂ- PORTLAND
’ SILTY SAND: 40% silt, 60% sand, fine grain, moderate yellowish brown (10YR < CEMENT/E%
5/4}, dry, sand is stiff, no odor. > > BENTONITE
5 K] K4 GRrOUT
> R
o I 2]
6 0.0 SILTY SAND: 30% silt, 70% sand, fine to medium grain, dark yellowish brown < SCHEDULE
N 40 BLANK
{10YR 4/2), dry, sand is soft, nc odor. > > PVC:
[ KK
N D
8 — % &
SN
— . e
9 0.0 SILTY SAND: 40% siit, 50% sand, fine grain, dark yellowish prowns (10YR g i gﬁ?gggi{is
N 442}, dry, sand is very soft, no odor. 5
MISSING 40:25 4 BAGS)
o ] |
11— %
12 —
13 — i
i
a3
14 — — 0.0 - - - - - v =
SAND: 10% silt, 90% sand, fine to medium grain, moderate yellowish brown
(10YR 5/4), dry, sand is very soft, no odor.
15 —
16— 0.0 SILTY SAND: 40% silt, 60% sand, fine grain, dark yeflowish brown {10YR 2/12 SAND
‘ o S (8.5 BAGS)
4/2), moist, sand is stiff, no odor,
17 - 0.02G-INCH
SLOTTED
18 — 0.0 SCHEDULE
. SILTY SAND: 40% silt, 66% sand, fine to medium grain, dark yelowish brown 40 PVC
: (1CGYR 4/2), damp, sand is soft, no odor. SCREEMN
19 — PRERSE
0.0 3 &
CL-CH
20 — N

Total depth: 30 feet; Groundwater encountered at 22 feet
NOTES:




TN T N & Associates, Ine.

LOG OF BORING PD-1

{Page 2 of 2}
&A Eﬂgtﬂeeﬂﬂg Gﬂd SC!E‘{}CG Logged by: Geoffrey Brink Date Started: 8/23/05
Approved by: Date Completed:
Brilting Company: ABC Drilling Northing:
PEMACO SUPERFUND SITE Driling Foreman:  Jose Sandoval Easting:
o Britling Method: Hollow Stem Auger Ground Elevation:
Maywaod, California Sampling Method: &' Continuous Core Depth to GW.: 221t
TNS&A Project No. 2001206 Sampling Interval: Continuous Boring Depth: 30+
o -
. E ‘:5_ & vl o Well PD-1
Q = |2 &l E|Y 9o Description
=) = Flolgl|3 Elg| - et Well Construction:
= o 2 ol & |7 2
= o 2 |2 & Fisl 818
5 E I E|E|Z3S|8l 8|8
O 1) w |w|alal & /2] 0| >
20 CLAY: 80% clay, 20% silt, plastic, dusky yellowish brown {10YR 2/2), clay/siit
CL-CHj is stiff, damp, no ador,
21 0.0 b SILTY SAND: 40% silt, 60% sand, fine grain, olive gray (5Y 4/1), wet, sand is
S sliff, no odor,
22 — X SM
3 | MISSING | 10:45 0.0 R
’ V / SANDY CLAY: 70% clay, 10% siit, plastic, 20% sand, medium to coarse grain,
moderate brown (5YR 4/4), clay/siit is very siiff, damp, no odor.
24 — /
25 — %
2o /
CH
27 — / SET SCREEN
/ @27
28 — %
29 — %
MISSING 10:50 /
30 — /
31
32
33
34 —
35 —
36 —
37 —
38 —
39 —
40 —

LOG OF BORING $SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

Total depth: 30 feet; Groundwater encountered at 22 feet

NOTES:




LOG OF BORING SUPERFUND SITE.GPJ LOG A EVWNNO2.GDT 3/16/06

TN TN & Associates, Inc.

&A Engineering ond Science

LOG OF BORING PD-4

{Page 1 of 2)

Logged by: Geoffrey Brink Date Started: 8/22/05
Approved by: Date Completed:
Drilling Company: ABG Drilling Northing:
PEMACQ SUPERFUND SITE Drilling Foreman:;  Jose Sandoval Easting:
_ Drilling Method: ~ Hoffow Stem Auger Ground Elevation:
Maywood, California Sampling Method: &' Continuous Core Depth to G.W.; 331t
TNE&A Project No. 2001206 Sampling Interval:  Confinuous Boring Depth: 40 f
o |5|8 Well PD-4
o Elel8ig ¢ § g [escription
e - Folgle B8l Well Construction:
=~ ' e ool o |2 £
= [=% =% |G ~ 1 & £ s}
& & E1E1z8 $|8| 8|8
a ® w |niolel 26| 3
0 0.0 NN SILTY SAND: 40% silt, 80% sand, fine to coarse grain, moderate yellowish 1]
brown (10YR 5/4), dry, sand is soft, no odor. >
g : R 4 WELL
I § N
3 3 g %
4 | 0.0 V / SANDY CLAY: 60% clay, 40% sand, fine to medium grain, dark yellowish < <4 gg&éﬂ?ﬁé
brown (10YR 6/6), clay/silt is very stiff, dry, no odor. >, > SENTONITE
§ — CH Ky K4 Grout
7 S D
6 — L) LL L . . —__ . ¢ SCHEDULE
R SILTY SAND: 40% silt, 60% sand, fine to madium grain, dark yellowish brown 40 BLANK
(10YR 4/2), dry, sand is stiff, faint odor. > > PVC
7 K K
: %I R
10 — 2.7 % %
i3 — 1.0
SR
14 —1 100 SILTY SAND: 40% silt, 0% sand, fine grain, olive gray (5Y 4/1), dry, sand is % %
stiff, no odor. >
15 Q
16 — % %
i S
18 — 56 = BENTONITE
|1 CHIP SEAL (5
SILTY SAND: 30% silt, 70% sand, fine grain, olive black (Y 2/1), dry, sand is 4 BAGS)
19 — 10 stiff, moderate odor. sl
nE i
20 — ki

Total depth: 40 feet; Groundwater encountered at 33 feet

NOTES:




i R \ T
LEL |7 N & Associates, Inc. LOG OF BORING PD-4
: (Page 2 of 2)
&A Enginearing and Science [ Togged by: Geoffrey Brink Date Started: _ 8/22/05
Approved by: Date Completed:
Drilling Company:  ABC Drilling Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: &' Confinuous Core Depth to G.W.: 331t
TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 40 ft
Py -
. g *56_ o el o Well PD-4
a Ejo|olEl =12 o Descriptio
) - 12|82l §l&] = ption Well Construction:
= @ L el & |- 8
£ s |2 |elsls| 2|8 5|4
g g EElz|3 S |5l 5|3
o 0 v |w|alml O |2 6| D
20 .f: . 5 SILTY SAND: 30% silt, 70% sand, fine grain, olive black (5Y 2/1), d¢y, sand is 3 f
K I stiff, moderate odor. Sl
21 — . 4 bite BENTONITE
% CHiP SEAL (5
BAGS)
22 A0
23 — oL :
MISSING [ 11:15
24 — P 900 | |-
25 — i:I Il 2112 SAND
— oo EREED 1 ass8ass)
: 7 SANDY CLAY: 60% ciay, plastic, 40% sand, fine grain, clive black {(5Y 2/1},
26 / CH clayisilt is very stiff, damp, faint odor.
27 — |90 =~ 11 SILTY SAND: 40% silt, 60% sand, fine grain, olive black (5Y 2/7), damp to gfé‘még“
0g - wet, sand is very siiff, faint odor. SCHEDULE
40 PVC
SCREEN
29
30 —
31—
32 —
33 — 415
34 — L
35 — Ang
| ! CLAY: 80% clay, 20% silt, plastic, olive black (5Y 2/1), clay/siit is very stiff,
36 — 5.7 \ L cH damp, faint odor.
37 0.0 V SANDY CLAY: 60% clay, 10% sill, plastic, 30% sand, coarse grain, olive black %E;?CREEN
{5Y 2/1), clay/silt is very stiff, damp, faint odar.
38 — /
CH
39 — /
MISSING | 1%:55 /
40 — /

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

Total depth; 40 feet; Groundwater encountered at 33 feet
NOTES:




TN TN & Associates, Inc. LOG OF BORING PD-5

(Page 1 0f 2)

&A Engmeenng Ond SCienCG Logged by: Maura Browning Date Started: 8/23/05
Approved by: Date Completed:
Drilling Company. AWT Northing:
PEMACO SUPERFUND SITE Drilling Foremarn:  Denzel W Easting:
o Drilting Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: &' Continuous Core Depth to G.W.: AvA
TN&A Project No. 2001206 Sampling Inderval: Continuous Boring Depth: 40 it
z " Well PD-5
glel g1¢| 8 Description
= 2132l §138] = o Well Construction:
= ol &7 21 4
S fi &
5 HHESEIN AR
fal ol O |E] @ D
0 0.0 SILTY SAND: 30% silt, non-piastic, 70% sand, fine grain, color 10YR 5/4, dry, NN
sand is very soft, no odor, > >
1 \Q \Q-- 4" WELL
3
2 - S ~< ~<
s &
‘ 00 I ___ 2 ¥
SANDY SILT: B0% silt, non-plastic, 40% sand, fine grain, color 10YR 4/2, dry, WEN
sand is soft, no ador. > }
5§ - K K
o Y 1o &
’ SILTY CLAY: 60% clay, 30% silt, plastic, 10% sand, color 10YR 3/2, damp,
8 — sand is stiff, no ador. - PORTU\N[{)J
2 SN S
9 — 4 g kg GROUT
0.0 4 SILTY SAND: 20% silt, non-plastic, 80% sand, fine grain, color 10YR 5/3, dry, >
10 — sand is very soft, no odor, Q SCHEDULE
> > 40 BLANK
PVC
1t — Q Q
S
12 — % Q
14 = 0.0 SANDY SILT: 60% si i ine grai % %
: 80% silt, non-plastic, 40% sand, fine grain, calor 10YR 3/4, dry, N
ML | sand is soft, no odor. > >
15 — Q Q
17 — —-— 0.0 - - - - - % %
SILTY SAND: 40% silt, non-plastic, 80% sand, fine grain, color 16YR 4/3 N
motiied with 10YR 5/6, damp, sand is soft, no odor. >
18 — &
S
19 CLAY LENS (3") @ 19'. g K
% %4 BENTONITE
20 — L1 i CHIP SEAL

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/068

Total depth: 40 feet; No groundwater encountered
NOTES:




1.0G OF BORING SUPERFUND §ITE.GPJ LOG A EWNND3.GDT 3/16/06

. i
TN T N & Associates, Inc. L OG OF BORING PD-5
¥ (Page 2 of 2)
“' B E 1 13 SCI
&A ngneeng ond Sclence  {ogged by: Maura Browning Date Started: 8/23/05
Approved by: Date Completed:
Drilling Company:  AWT Northing:
PEMACO SUPERFUND SITE Dritling Foreman:  Denzel W Easting:
o Drilling Method:  Hollow Stemn Auger Ground Elevation:
Maywood, California Sampling Method: 5 Continuous Core Depth to G.W.: NA
TN&A Project No. 2001206 Sampling Interval: Continuous Boring Depth: 40 ft
= m Well PD-5
glel g 12 @ Description
= gi3 & § 3 Weli Construction:
= Lol & ivl 2| o
£ @ ¢i o
g HEHEREIN AR
) clm bizlao | D
20 0.0 SANDY SILT: 60% sit, non-plastic, 40% sand, fine grain, color 10YR 3/3, 2
damp, sand is soft, no odor.
21 —
22 — ML
23 — -
24 — 0.0 - - - - - - -
SANDY SILT: 80% silt, non-plastic to semi-plastic, 20% sand, fine grain, calor
ML | 10YR 5/2 banded with 10YR §/4, damp, no cdor.
25— 0.0 SILTY SAND: 40% silt, non-plastic, 60% sand, fine grain, color 5Y 2/1, moist,
sand is soft, no odor. (Weird recovery 25' to 28') el
26 — -l 2/12 SAND
27 — 0.020-INCH
SLOTTED
28 —] 0.0 SCHEDULE
. SILTY CLAY: 75% clay, 25% silt, very plastic, fine grain, color 5Y 3/1, damp, 40 PVC
sand is medium stiff, no odor.
29 = 0.1 CLAYEY SILT: 40% clay, 60% silt, semi-plastic, fine grain, color 5Y 5/1
handed with 5Y 3/1, damp, medium stiff, weak to moderate odor, smeils like
30 — dog feces.
ML
31—
32 —
1 |90 SILTY SAND: 40% silt, nan-plastic, 60% sand. fine grain, color 5Y 3/1, moist,
33 sand is soft, faint odor (solvent).
34 —
Smali clay lens @ 34.5".
25 | ¥ @
36 —
37 — SET SCREEN
0.0 @37
S V///| CH_| FAT CLAY: 85% clay, 15% sil, very plastic, fine grain, color GLEY1 2.5N, dry,
38 - 28 | stiff to very stiff, no oder.
CLAYEY SILT: 40% clay, 50% silt, semi-plastic, 10% sand, fine grain, color
10YR 3/2, dry, very stiff to hard, no odor.
39 - ML
40 -
Total depth: 40 feet; No groundwater encountered
NOTES:




LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNDO3.GDT 3/18/C8

T N & Associates, Inc.

TN

&A Engineering and Science

LOG OF BORING PD-6

(Page 1 0f 3)

PEMACO SUPERFUND SITE

Maywood, Califarnia

TN&A Project No. 2001208

L.ogged by: Maura Browning Date Started: 8/22/05
Approved by: Date Completed:

Drilling Company: AWT Northing:

Drilling Foreman:  Denzel W Easting:

Drilling Method: Hollow Stem Auger
Sampling Method: &' Continuous Core
Sampling Interval:  Confinuous

Ground Elevation:

Depth to G.W.: 331t
Boring Depth: 40 ft

g N Well PD-6
gl g 12l 8 Description
= esciIptl .
=) 83| E Bl 2 P Well Construction:
; Q:_ Q PJ [ = 5]
i @ @ o
5 SHEAEIDAR:
o alml |2 6|3
4
1 — % %-‘- 4" WELL
5 > D)
§ §
3 ..
N K
> D)
4 - 1 | 50 T : . . ——— i
S SILTY SAND: 40% silt, non-plastic, 0% sand, fine grain, color 10YR 5/4, dry, N N
Jo1 SM | sand is very soft, ne odor. (All sof cutting containerized from this boring.)
5 po—
>
— +3
8 SAND WITH SILT: 20% silt, non-plastic, 80% sand, color 10YR 4/4, dry, sand < % SESE'F\I}}YTSD%
is very soft, no odor. > > BENTONITE
9 K4 K4 Grout
5.0 SAND: 5% silt, non-plastic, $5% sand, fine to medium grain, color 10YR 5/4,
10 — dry.noodor 1 SCHEDULE
40 BLANK
PVC
11 —
3D
2 4
14 - CLEAN SAND: nomn-plastic, 100% sand, fine to medium grain, color 10YR 6/3, é\ \4\
dry, sand is very soft, no odor. Sand becomes more fine with depth. >
15 — &
N R
16 - EE o
17 — “1 [ le BENTONITE
CHIF SEAL
18 — 1.8 _ TR——— ——— sl
SANDY SIET: 60% siit, semi-plastic, 40% sand, fine grain, color 10YR 4/3 2
some mottling with 10YR 4/4, dry, sand is soff, no odor. 3
19 — ML | [
]
20 — £

Total depth: 40 feet; Groundwater encountered at 33 feet

NOTES:




LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

¥ ]
LHL T N & Associates, Inc. LOG OF BORING PD-6
. (Page 2 of 3}
- E 1 1
&A_ Eﬂgiﬂeeﬂﬂg Gﬂd SCieﬂC(-} Logged by: Maura Browning Date Started: 8722/05
Approved by: Date Completed:
Drilling Company: AWT Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5 Continuous Core Depthto GW.. 331
THN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 40 ft
g ” Well PD-6
glel 12l € Description
= é 2 E E = Weil Construction:
= ol &1 e
£ szl < (8| B3
2 £i8t » i8] B | &
) cim © (50| 3
20
21 — ille BENTONITE
it CHIP SEAL
22 —
23 7 | 28 SILTY SAND: 25% sil, nan-plastic, 75% sand, fine grain, color 10YR 5/4 [ 212 SAND
some mottling with 10YR 4/8, dry, sand is very soft, no odor.
24 -
25
26— 0.020-INCH
SLOTTED
SCHEDULE
27 — 40 PVC
T SCREEN
’ CLEAN SAND: 5% siit, non-plastic, 95% sand, fine to medjum grain, color
28 — 10YR 6/3, damp, no odor.
Medium qrain sand @ 28" to 28.5".
29 —
| 0.5 SILT: 10% clay, B0% silt, semi-plastic, 10% sand, fine grain, color 10YR 3/2,
30 — damp, sand is medium stiff, no odor.
ML
31 4
1.4 sM | SILTY SAND: 30% siit, non-plastic, 70% sand, fine grain, color 10YR 3/4, dry,
32 — 1.3 sand is very soft, no odor.
SANDY SILT: 0% silt, semi-plastic, 40% sand, fine grain, color 10YR 4/1,
v damp, no odor.
33 > Salurated @ 32.5' {0 38"
ML | Stightly darker {color 10YR 2/1) and siltier (70/30%) @32' to 33",
34 = Some mottling with color 10YR 3/6 @ 34" fo 35" S@E;4.SCREEN
35 — —
36 —
37 — 1 0.6 v/ g - - — - - -
LTY CLAY: 60% clay, 35% silt, plastic, 5% sand, fine to medium grain, color
1.1 / CH | 10YR 211, sand is very stiff.
38 — 0.6 /7
’ CLAYEY SILT: 35% clay, 50% silt, semi-plastic to plastic, 25% sard, fine
ML grain, color 10YR 3/1, mottled with 7.5¥R 4/4, medivm: gsain sand.
39 —
ML
40 —
Total depth: 40 feet; Groundwater encourdered at 33 feet
NOTES:




TN TN & Associates, Ine.

LOG OF BORING PD-6

{Page 3 of 3)

&A Eﬂgiﬂeeﬁng Ond SCieﬂCe Logged by:

Approved by:

Maura Browning

Drilling Company: AWT

PEMACO SUPERFUND SITE Drilling Foreman:  Denzel W

Maywoed, California

Drilling Method: Hollow Stem Auger

Sampiing Method: 5’ Continuous Core

TN&A Project No. 2001206 Sampiing Interval:  Continuous

Date Started:
Date Completed:
Northing:
Easting:

Ground Elevation:

Depth to G.W.:
Boring Depth:

8/22/05

331t

40 it

B Depth (/)
Drive/Recovery
Blow Count
OVA (ppm)
Water Levels
Graphic Leg
Uscs

Description

>
=
|

42 —

43 —

44 —

45 —

46 —

47 —

48 —

49 -

5@ -

51 -

52 —

53 —

54 —

55 —

56 —

57 —

58 —

589 —

60 —

SANDY SILT: 75% silt, semi-plastic, 25% san, fine grain, color 10YR 4/4, dry,

sand js mediam stiff. no odor.

Well PD-6

Well Construction:

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNOL.GDT 3416/08

Total depth: 40 feet; Groundwater encountered at 33 feet
NOTES:




LOG QF BORING SUPERFUND $ITE.GPJ LOG A EWNNO3.GDT 3/16/08

TN TN & Associates, Ine,
&A Fgineering and Science

LOG OF BORING PD-7

(Page 1 of 2)

Logged by: Maura Browning Date Started: 8/19/05
Approved by: Date Compieted:  8/19/05
Drilling Company: ABC Drilling Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5’ Continuous Core BDepth to G.W.: 32t
TN&A Project No. 2001206 Sampling Interval:  Confinuous Boring Depth: 40
g ” Well PD-7
SiElgie 8 Description
escriptio R
= glsl § 8l P Well Construction:
= g ol 2 — = W
2 izl < 18 2] 0O
o) Elg 3 |&H] B @
fa] glm| & (5] 0|3
0 06 SAND WITH SILT: B0% clay, 20% silf, non-plastic, fine grain, moderate
yellowish brown (10YR 5/4), dry, sand is very soft, no odor. > >
— ltt- 4" WELL
1 ~< Q 4" Wi
3 — — 0.0 - - - - - % %
SIETY SAND: 20% clay, 30% silt, non-piastic, 50% sand, fine grain, moderate
yeltowish brown (10YR 5/4), sand is soff, no odor. > >
4 SN
5 — S
§ §
& i
- K
8 — > %
3D
9 KK
0.0 CLEAN SAND: non-piastic, 100% sand, fine to medium grain, pale yellowish
10 — brown (10YR 6/2}, dry, sand is very soft, na odar. SCHEDULE
> 40 BLANK
PVC
11— 0.0 - - " - - - % ~<
SILTY SAND: 20% silt, non-plastic, 80% sand, fine grain, dark yellowish brown NN
{10YR 4/2) damp, sand is soft, no odar. >
12 &
14 — g ;g
0.0 " : - " " - -
S SAND: 5% silt, non-plastic, 95% sand, fine grain, medium yellowish brown
16 — 0.0 (10YR 5/4), damp. sand is saft, no oder. ~< Q
SILTY SAND: 40% siit, non-plastic, 50% sand, fine grain, dark yellowish brown
(10YR 4/2), damp, sand is medium stiff, no odor. >
16 — ~<
17 -— 0.0 - - - - - " > ?
SILTY SAND: 30% silt, non-plastic, 70% sand, fine grain, dark yellowish brown i
(10YR 4/2) moltled with medium yellowish brewn (10YR 5/4), dry, sand is soft,
18 i no odor. i BENTONITE
CHIP SEAL (8
i BAGS)
19 00 SAND: 10% silt, non-plastic, 90% sand, fine grain, pale yellowish brown (10YR T
6/2), dry, ne odor, i
26 — =

Total depth: 40 feet, Groundwater encountered at 32 feet

NOTES:




LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/16/06

: E
LELY [T N & Associates, Inc, LOG OF BORING PD-7
— (Page 2 of 2)
B B 1 [} i
&A Eﬂglﬂeeﬁng Gnd SC[QHCB Logged by: Maura Browning Date Started: 8/19/05
Approved by: Date Completed:  8/19/05
Drilling Coempany:  ABC Drilling Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drilting Method:  Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5’ Continuous Core Depth to G.W.: 32 ft
TN&A Project No, 2001206 Sampling Interval:  Continuous Boring Depth: 40 ft
e Well PD-7
2zl = |2 8 Descripti
ion
=) R Elg| = P Well Construction:
= giol & 2
32 olzl < |8 8|8
) El2 2 |8 Bl @
Qo olm| & (2| 0|3
20 0.0 SANDY SiLT: 60% silt, 40% sand, fine grain, dark yellowish brown (10YR _),
damp, sand is medium stiff, no ador. q B
21 — 5| Eoje BENTOMITE
: % CHIP SEAL
22 — ML % &
23 — :
24 — —] 0.0 - - - " - -
SAND: 10% siit, non-plastic, 80% sand, fine to medium grain, pale yellowish
brown (10YR 6/2) mottled with dask yellowish brown (10YR 6/4), damp to i
25 — moist, sand is very soft, no odor. La 212 SAND
(7.5 BAGS)
26 — 0.020-INCH
SLOTTED
27 | 0.0 KR SCHEDULE
: V SILTY CLAY: 70% clay, 309 silt, semi-plastic, fine grain, dusky yellowish 40 PVC
brown (10YR 2/2}, damp, very stiff, no odor. Perching clay, no water. SCREEN
28 — /
29 — % CH
- %
31 SANDY SILT: 70% siit, 30% sand, fine grain, grayish olive (10 4/2), moist,
v ML | sand is soft, no oder.
52— ) ML 1 SANDY SILT: 75% silt, non-plastic, 25% sand, fine grain, olive gray (6Y3/2),
0.9 wet, sand is soft. no odor.
33 — CLAY: 90% clay, 10% silt, fine grain, olive gray (5 3/2) motiled with moderate
\ CL-CH . dry, sand is medium stiff, nc odor,
34 — 0.0 - - " - - - -
SANDY SILT: 70% silt, semi-plastic, 30% sand, fine grain, dark yellowish
brown (10YR 42}, well graded, moist, no odar. Sandy lens within silt.
35 — ML
36— I 0.0 SANDY SILT: 75% silt, semi-plastic, 25% sand, fine grain, moderate brows ?;;gCREEN
{5YR 4/4), dry, sand is siff, no odor. Transition zone 36' to 37"
37 —
38 — ML
39—
40
Total depth: 40 feet; Groundwater encountered at 32 feet
NOTES:




LOG OF BORING SUPERFUND SITE.GPJ LOG A EVWNND3.GDT 3/18/06

TN T N & Associates, Inc.
&A Fngineering ond Sclence

LOG OF BORING PD-8

(Page 1 of 2)

Logged by: Geoffrey Brink Date Started: 8/19/05
Approved by: Date Completed:
Drilling Company:  ABC Drilling Morthing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drilling Method: Holfow Sterm Auger Ground Elevation:
Maywood, California Sampling Method: 5’ Continuous Core Depth to G.W.: 28 ft
TN&A Project No. 2001208 Samphing Interval:  Confinuous Boring Depth: 37 1ft
|2 Well PD-8
=} g g1 2iEl £ e & Descripti
£ ription
= = Fo|§l3] §1&] 2 eserip Well Construction:
= @ L ieigiol &) 8
s [=% [+% [« N I Rl £ w
o £ e lE| S|zl i8]l g0
© 1) ] s | S8 2 T i w0
] » o |wlaj@ & || & D
0 SILTY SAND: 40% silt, 60% sand, fine grain, moderate yellowish browa (10YR
5/4), dry, sand is stiff, faint odor. > >
i § §-¢- 4" WELL
2 4 K
5 &
4 — 10 oY
§ §
5 K
‘- i R
[ — |3 SILTY SAND: 30% silt, 709 ine grain, ol i % %
: 4 silt, 70% sand, fine grain, olive gray {5 4/1}, dry, sand is W
medium stiff, faint ador. > >
8 — 0.0 K4 K= PORTLAND
CEMENT/5%
SES B
9 — Q k] GROUT
1o MSSNG | 1150 <] % )l soHEDULE
N [N 40 BLANK
S PVC
11 — ~<
12 — % %
>
13 11 4 ~<
14— h | SANDY SILT: 10% clay, 60% siit, 30% sand, fine grain, dark yellawish brown < %
82 {10YR 4/2), clay/sit is medium stff, damp, faint odor. > >
“ K
16 1 4 CLAYEY SILT: 40% clay, 50% sit, 10% sand, fine gizin, dark yellowish brewn “RY
(10YR 4/2), clay/silt is stiff, damp, no odor. >
17 — <
S
18 — 0.0 ML ? Hte BENTONITE
5l | CHIP SEAL (B
#l E BAGS)
19 — %
20— . :

Total depth: 37 feet; Groundwater encountered at 28 feet

NOTES:




TN TN & Associates, Inc.

LOG OF BORING PD-8

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GOT 3/16/06

(Page 2 of 2)
&A Engineering and Science | Togged by Geoffiey Brink Date Stared. /19705
Approved by: Date Completed:
Drilling Company:  ABC Drilling Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
] i Drilling Method: Hoilow Stem Auger Ground Elevation:
Maywood, Califernia Sampling Method: 5’ Continuous Core Depth to G.W.: 28 ft
TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 371t
& R
. g % 3 % o Welt PD-8
a = |21 BIEl & ] Description ,
=y ~ = 1ol8l3 § § - o Well Construction;
= K 2 loigid] & o
= [=3 & |8l ~ 18 5 o
g & EIEIZIB S |5 8|83
o] % o |w|alml B 2| 0|3
20 CLAYEY SILT: 40% clay, 50% silt, 10% sand, fine grain, dark yellowish brown
(10YR 4/2), clay/silt is stiff, damp, no odor. i
21— 0.0 ‘e BENTONITE
ML CHIP SEAL
22— AL SILTY SAND: fine grain, moderate yellowish brown (10YR 5/4), clay/silt is soft, | [
k| % wet, sand.gravel is soft, no odor.
23 — EAA
24 — 0.0 i;
25 — A |
e 2012 SAND
26 - 3 | (7.5 BAGS)
- E¥ 7 0.020-INCH
sl SLOTTED
27 - . SCHEDULE
- 4G PVC
a5 | Hssme | 1210 ] v 1 SCREEN
| '/ / SILTY CLAY: 70% clay, 20% silt, plastic, 10% sand, fine grain, dark yellowish
29 / brawi (10YR 4/2), clay/silt is very stiff, moist, no odor.
30 0.0 % o
i %
32 — — 0.0 4 / - - - Po— - -
SANDY SILT: 60% silt, 40% sand, fine grain, olive gray (5Y 4/1) moist, sand is
stiff, no odor.
33 ML
34 — 0.0 - - - —
CLAY: 80% clay, 20% silt, plastic, dark yellowish brown (10YR 4/2), clay/siit is
. very stiff, damp, no odor.
a5 MSSWG | 13:00 ] L
36 — SET SCREEN
@ 36'
37 —
38 —
39 —
40 —

Total depth: 37 feet; Groundwater encountered at 28 feet

NOTES:




LOG OF BORING SUPERFUND SITE,GPJ LOG A EWNNO3.GDT 3/18/06

TN TN & Associates, Inc,

&A Engineering and Sclence

LOG OF BORING PD-9

(Page 10f2)

Logged by: Geoffrey Brink Date Started: 8/19/05
Approved by: Date Completed:
Drilling Company:  ABC Drilling Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Drilting Method: Holiow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5’ Confinuous Core Depth to G.W.: 354
TN&A Project No. 2001206 Sampling Interval:  Continuous Boring Depth: 401t
o 5|5 " Well PD-9
a E 83|z =S g & Description

e - =032 58 Well Construction:

= o o eoixisl & (-2 2

5 a [~% ol ol B = [}

g E | £ 51218 Si5]| 88

] 0 o |lojicim O |21 & | D

0 . SAND (TRENCH BACKFILL)

1 — % %q— 4" WELL

2 o ¥ §

3 K
D

4 - 0.6 < <

| GRAVELLY SAND: 5% silt, B0% sand, medium 1o coarse grain, 15% gravel, > }

5 - 0.0 dark yellowish brown {10YR 2/2), peorly graded, damp, sand/gravel is stiff, no < ~<

odor.

o - i R

= R K

sp % %

8 — la- PORTLAND
N] B CEMENT/5%
> BENTONITE

9 — & & GROUT

MISSIN :
10— MsSNG | oss7 <] 0.2 % SCHEDULE
40 BLANK
y SRS
I SILTY SAND: 40% silt, 60% sand, fine grain, pale yellowish brawn (TOYR 6/2), g &
damp, sand is soft, no cdor. > >

12 — 4 <

15 — SM % %

6] 2 M

17— 0.0 % %

‘§ N

18 — § %
19— CLAYEY SAND: 30% clay, 20% silt, 50% sand, fine grain, dark yeflowish “ ﬂc ~ (B;E?JggAIE
0.0 SP | brown (10YR 4/2), clay/silt is stiff, damp, no odor. ? (5.5 BAGS)

20 — g

Total depth: 40 feet; Groundwater encouniered at 35 feet

NOTES:




TN TN & Associates, Inc.

LOG OF BORING PD-9

Y {Page 2 of 2)
[} r i
&_A Enginearing and Science  [Cogged by: Geoftrey Brink Date Started: _ 6/19/05
Approved by: Date Completed:
Drilling Company:  ABC Drilling Northing:
PEMACO SUPERFUND SITE Drilling Foreman:  Jose Sandoval Easting:
o Crilling Method: Hollow Stem Auger Ground Elevation:
Maywood, California Sampling Method: 5" Continuous Core Depth to G.W.: 351t
TN&A Project No. 2001206 Sampling Interval:  Confinuoys Boring Depth: 40 ft
Find N
. g g 5 el Well PD-g
0O E |21 8lEl £ |2 3 Description
Ey = = 1oig|z| Elg| 2 P Well Construction:
= @ L leixiol &7 &
£ - - N e Y =
& g EIEI2ZIE S |5 88
fa o w |n|loml O8] &3
20 CLAYEY SAND: 30% clay, 20% silt, 50% sand, fine grain, dark yellowish
brown {10YR 4/2), clay/silt is stiff, damp, no odor.
21— Tl BENTONITE
CHIP SEAL
22 SILTY SAND: 40% sit, 60% sand, fine to medium grain, brownish gray (5Y
4M1), damp, sand/grave! is soft, no odor,
23 —
24 — h-—— 0.0
25 —
26 —
27 — - 2112 SAND (7
BAGS)
28 —
28 — 0.020-INCH
SLOTTED
SCHEDULE
30 40 PVC
SCREEN
31 Sy CLAY: 80% clay, 20% silt, plastic, olive black (5Y 2H1) clay/silé is hard, damp,
no ador.
32 — 0.0 \CL-CH
33 RS SILTY SAND: 40% siit, 60% sand, fine grain, dark greenish gray (5GY 4/1),
N wet, sand is stiff,
34 — 0.0 - {21
35 — 2
MISSING | 08:50 S
36 — E B AR
- CLAY: 80% clay, 20% silt, plastic, olive black (5Y 2/1), clay/silt is hard, damp,
37 — 0.6 o Lcp a0 odor.
\ -CH
38 — i CLAYEY SAND: 30% clay, 20% silf, 50% sand, medium to coarse grain, dark %E;’;;CREEN
yellowish brown (10YR 4/2), meist, no edor.
38 —
MISSING 09:55
40—

LOG OF BORING SUPERFUND SITE.GPJ LOG A EWNNO3.GDT 3/186/06

Total depth; 40 feet; Groundwater encountered at 35 feet

NOTES:
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